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From: Scott Williams <Scott.Williams@pathwaysconsult.com>

Sent: Saturday, June 20, 2015 3:52 PM

To: Kevin Ture; Michael Garn

Subject: VTRANS Castleton BRF 015-2(10) - Final EPSC Narrative and Plan Sheet 1A (Project No.
12563)

Attachments: 12563.EPSC.Castleton.saw_FINAL_06-20-15.pdf; 12563.CASTLETON.EPSC PLAN_SHTO1A_
06-20-15.pdf

Kevin/Mike:

Please find attached revised EPSC narrative and new plan sheet 1A (Off-Site Area Plan) for Castleton. These latest
revisions should address outstanding review comments received from the State. The attached narrative does not
include the previously sent documents for Appendices B (EPSC plan sheets 1-10) or D (Off-site forms 1-5), so
please insert these before you transmit this document to the State.

The following changes have been incorporated into the narrative and plan:

e Added additional language in section 1.3 of the narrative describing the updated risk evaluation.

e Removed language from the narrative referencing surface waters, wetlands and streams, as requested. Please note
that there are wetlands immediately adjacent to the railroad corridor, and wetland buffers near the project limits, so
some of the original language was believed to be appropriate. Regardless, it has been removed to simplify review.
Updated description of off-site areas on page 1 and in “off-site activities” section.

Changed contact information for W.M. Schultz site superintendent to Jim Raiti

Changed project start dates in section 1.7 to June 22.

Added sheet 1A — Off-Site Area Plan to depict only approved off-site areas and latest project limits. This sheet also
contains a general note addressing the updated project disturbances and associated risk evaluation.

Please let us know if you need anything else.
Sincerely,

Scott A. Williams, P.E., Project Manager

Pathways Consulting, LLC

240 Mechanic Street, Suite 100

Lebanon, New Hampshire 03766

Phone: (603) 448-2200 Ext. 130 Fax: (603) 448-1221
Email: scott.williams@pathwaysconsult.com

This message and any attachments may contain confidential, proprietary, or privileged information and are intended only for the use of the intended
recipients of this message. If you are not the intended recipient of this message, please notify the sender by return email, and delete this and all copies
of this message and any attachments from your system. Any unauthorized disclosure, use, distribution, or reproduction of this message or any
attachments is prohibited and may be unlawful.
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1.0 EROSION PREVENTION AND SEDIMENT CONTROL NARRATIVE
1.1 Project Description

See Sheet 68 of the Contract Plans for information related to the project
description prepared for the Vermont Agency of Transportation (VTrans) for this
project.

1.2 Site Inventory

See Sheet 68 of the Contract Plans for information related to the site inventory,
such as drainage characteristics, vegetation, soils, and sensitive areas, prepared for
VTrans for this project.

1.3 Risk Evaluation

See Sheet 68 of the Contract Plans for information related to the risk evaluation
prepared by the VTrans for this project. According to the original Contract Plans,
the project was intended to disturb more than one acre of area (1.7 acres) and
coverage under Vermont Agency of Natural Resources (VANR) Construction
General Permit (CGP) No. 3-9020 was obtained under Notice of Intent No. 7170-
9020.A as a low risk site. The Contractor has secured the necessary approvals for
use of several off-site areas (describe below) adjacent to the project that increase
the overall disturbance to approximately 2.57 acres. In accordance with Section
5.2 C of the CGP and Section 1.3 Risk Evaluation on Sheet 68 of the Contract
Plans for this project, an updated risk evaluation has been completed for the
increased disturbance area, and the updated risk evaluation indicates that the
project still qualifies as a low risk site under the current CGP coverage. Please
refer to Appendix G for a copy of the updated risk evaluation and supporting
information. In the event that changes are made prior to or during construction
that result in additional disturbance beyond the area already approved under the
current permit coverage and/or further change the risk evaluation, the contractor
shall be responsible for additional permitting with the VANR. A copy of the NOI
is included in the Contract Documents, and the original risk evaluation is
available from VTrans.

It should also be noted that the EPSC Plans enclosed in Appendix B include three
off-site areas that will require temporary impacts outside the original disturbance
limits depicted on the Contract Plans, as follows:

o Temporary access road, staging area, and crane pad northwest of the
bridge on the Joyce Rider property (3,900 SF).

o Temporary access to railroad southeast of bridge on Charles Brown
property (3,600 SF).

o Temporary staging and disposal area northeast of bridge on State of
Vermont land (25,100 SF).

o Temporary staging within the right-of-way owned by the State of Vermont

northwest (3,600 SF) and southeast (2,000 SF) of the bridge..

These additional areas amount to a total of approximately 38,200 SF of impacts
outside the original disturbance limits. The Contractor may also utilize a separate
existing sand pit owned by Charles Brown located off-site and not shown on the
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plans. The contractor has secured the necessary off-site approvals (described in
the Section 1.5 - Off-Site Activities below) from the respective property owners,
VTrans and VANR for usage of these areas.

1.4 Erosion Prevention and Sediment Control

See Sheets 69 to 82 of the Contract Plans for information related to general
erosion prevention and sediment controls and typical details prepared for VTrans
for this project. Please also refer to the VANR “Low Risk Site Handbook for
Erosion Prevention and Sediment Control, August 2006,” which is considered
part of this EPSC Plan.

Section 1.5 provides a detailed construction sequence that identifies the type of
work activity to be performed, the specific earth disturbances to be addressed, and
specific erosion control measures (relating to the typical measures discussed on
Sheets 68 to 82 of the Contract Plans) that will be implemented during each
respective stage of work to prevent erosion, control sediment transport, and
achieve timely stabilization of disturbed areas.

See also Appendix B for updated EPSC Plans that include detailed site-specific
information provided by the Contractor to supplement the general EPSC Plan
information provided in the Contract Plans, and document and address
construction activities and related erosion and sediment controls to be
implemented during construction.

The proposed locations of temporary staging, access roads and other specific
information shown on the EPSC Plans were provided by the Contractor. The
EPSC plans should be updated in the event that any changes are made to this
approach.

1.5  Sequence and Staging

General Construction Phases: The overall project involves the removal and
replacement of the existing bridge No. 93 that carries Vermont (VT) Route 30
over the Clarendon and Pittsford Railroad in Castleton, VT, as depicted on the
Site Location Map provided in Appendix A. The project includes removal and
replacement of the existing steel beam and concrete deck superstructure, concrete
abutments, and concrete piers with related approach and rail work. The existing
29-foot wide bridge consists of three 36-foot spans for an overall length of 109
feet. The bridge will be replaced with a new 35-foot wide bridge with 70-foot
single-span concrete superstructure supported by precast pre-stressed concrete
next beams. The bridge work includes pile-supported integral abutments, precast
wingwalls, and steel sheet piling in front of the abutments to allow lowering of
the rail tracks. The project also includes precast bridge approach slabs, roadway
approach work, widening of the roadway, new guardrail, lowering the road one
foot, lowering the rail tracks to achieve vertical clearance, 385 feet of roadway
work, 1,110 feet of rail work, associated traffic controls, temporary access and
staging for the bridge work, earthwork, erosion and sediment controls, and site
restoration.

The following is a general summary of the overall project phases anticipated for
completion of this project:
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o Phase 1 - During this phase, traffic will continue over the existing bridge
and on VT Route 30 during the initial site setup that will include
mobilization, installation of the various construction entrances,
establishing staging areas, and/or other limited roadway work outside the
travelway. Limited single-lane or partial lane closures will be utilized on
each side of the road to accommodate the necessary work.

o Phase 2 - This phase will involve complete removal and replacement of
the existing bridge superstructure and substructure, abutments, wingwalls,
sheet piling, roadway and approach work. A limited duration road closure
and off-site detour will be implemented to accommodate the necessary
work.

o Phase 3 - This phase will involve completing the railroad work. A limited
duration railroad closure will be implemented to accommodate the
necessary work.

o Phase 4 - This phase will involve completion of any remaining roadway
and approach work, final pavement, guardrail and shoulder treatments,
embankment restoration, removal of all temporary access roads, staging
areas, other temporary facilities, and final stabilization of all disturbed
areas within the overall project area. At the completion of Phase 2 and 3,
the new bridge and railroad corridor will be fully operational, allowing
traffic to resume over the new bridge and railroad tracks. During this
phase, limited single-lane road closures will be utilized on each side of the
road to accommodate the necessary work.

Traffic Sequencing: Traffic control will be sequenced according to the various
phases of work within the overall project area, as outlined above. During bridge
removal and replacement work (Phase 2), the bridge and VT Route 30 will be
temporarily closed for a limited time period, and traffic will be routed onto off-
site detour(s) according to the approved traffic control plan. Once all necessary
bridge work has been completed, VT Route 30 will be reopened for two-way
traffic for the remainder of the project. There will also be a temporary railroad
closure for a limited time period to allow completion of all railroad work (Phase
3). During initial site setup (Phase 1) and final site completion and restoration
(Phase 4), partial lane closures and/or single-lane closures with alternating traffic
patterns are anticipated to minimize disturbance of normal traffic flow through the
work areas.

Dewatering Activities: Only limited dewatering may be necessary to remove
groundwater during excavation associated with the replacement of abutments and
pier footings during Phase 2 work. In the event that significant dewatering and
treatment is necessary during the work, typical details have been included on the
enclosed EPSC plans to address these activities. The EPSC plans include details
for a dewatering sump, treatment basin, filter bag, and discharge outlet protection.

Temporary Staging and Access: Temporary access roads and construction
staging/stockpile areas will be established in several locations within the overall
project site, depending on the phase and location of the specific work activities.
The following is a brief description of the temporary measures that will be
implemented for each specific work area, as depicted on the enclosed EPSC

Plans:
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o Staging Area on the Joyce Rider Property (Off-Site) - A temporary staging
area will be installed on the Joyce Rider property to the northwest side of
the bridge. This area will be utilized for installing a crane pad that will be
utilized during the bridge replacement (Phase 2) and general staging and
storage of equipment, materials, etc. This area will also be available for
any temporary stockpiling that may be needed during the project. This
staging area will be installed during Phase 1 of the project and require a
stabilized construction entrance from VT Route 30.

o Staging Area within the VT Route 30 Right-of-Way - The area on the
north and south sides of the existing bridge will be utilized for temporary
staging and access during the temporary road closure period within Phase
2, while the bridge replacement work is completed. Since this area is
located within primarily paved surfaces, a short gravel tracking pad may
be utilized in lieu of a full stabilized construction entrance on each side of
the bridge work areas.

o Access Area on the Charles Brown Property (Off-Site) - A temporary
access area will be utilized on the Charles Brown property to the southeast
side of the bridge. This area will be utilized for establishing equipment
and vehicle access to the railroad corridor during Phase 3 of the project.
Although there is an existing gravel drive in this area, the drive will need
to be regraded and widened for construction vehicles, and a stabilized
construction entrance from VT Route 30 may also be necessary.

o State of Vermont Right-of-Way (Off-Site) — several additional areas
located northwest and southeast of the bridge and within the right-of-way
owned by the State of Vermont will be used for temporary staging during
all phases of the work.

o VTrans Facility (Off-Site) - The nearby VTrans maintenance facility
located northeast of the bridge may also be utilized throughout the project
by the contractor for general staging, storage, stockpiling of equipment
and materials, and disposal of surplus fill materials. Since this is an
existing state maintenance facility, the portion used for material disposal is
subject to the typical off-site activities requirements, while the portion
used for staging only is considered exempt from off-site requirements.

EPSC Plan Sequencing: Within each work phase, it is important to limit the
area of disturbance to locations where construction activities are underway and
stabilize them as quickly as possible. The installation of sediment and erosion
controls will be sequenced according to the general sequencing of construction
activities, provided by the contractor and outlined above, to minimize the duration
and area of exposed soils within the limits of disturbance and to allow for efficient
completion of work. Please refer to the construction schedule provided by the
contractor for specific dates and details of each phase for all project work. Some
variation in the sequence of construction activities and erosion control measures
may eventually be necessary at each work area, depending on the specific site
conditions and progress of work. In this case, the EPSC Plans and narrative will
be updated by the Contractor as necessary to document these changes for the
project site and specific activities.

While the contractor’s intended sequence and schedule of work may be slightly
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different from the erosion control narrative provided on Sheet 68 of the Contract
Plans, the general sequencing of the major construction activities within each
work area provided in this narrative will be implemented. The following
construction sequencing is intended to supplement the erosion control sequencing
on Sheet 68 and provide some specific erosion and sediment control measures that
will also be implemented during various construction activities for this project:

1.

Pre-Construction Meeting: Conduct a pre-construction meeting, which
should include the Contractor, the VTrans Resident Engineer, the
construction environmental engineer, and any other parties deemed
necessary.

Clearing Limits: Flag all clearing limits with survey tape where tree or
vegetation removal will be necessary.

Wetland Limits: Flag all wetland or wetland buffer areas with survey
tape within or adjacent to project limits.

Limits of Construction: Install project demarcation fencing to delineate
the limits of construction, which the Contractor will access with vehicles
or equipment, or disturb during completion of all required work. This task
shall include clearly delineating jurisdictional wetland and/or wetland
buffer areas, that are permitted for disturbance (none currently for this
project) or to remain undisturbed. Project demarcation fencing will
generally be installed along the top of slopes above areas of excavation or
to cordon off areas and to prevent access during unsafe working
conditions. Barrier fence will be installed in place of project demarcation
fence for all limits of construction within 100 feet of surface waters.

Traffic Controls: Install all necessary traffic controls for each phase of
work in accordance with the Contract Plans and the VTrans requirements.
Temporary traffic controls are anticipated to include separate road,
railroad, and lane closures, temporary traffic barricades, jersey barriers,
signalization warning signage, and markings, for each of the work phase
outlined above, as well as additional temporary traffic controls for short-
term lane closures as necessary during activities such as mobilization and
demobilization, installation of temporary facilities, stabilized construction
entrances, material deliveries, or movement of equipment and vehicles.
This access may vary during the progress of work depending on the side
of the road that will be closed off, and the requirement to maintain thru-
lanes for one-way or two-way traffic.

Perimeter Controls: Install silt fence perimeter controls at the limit of
disturbance. This task will include, at a minimum, a line of silt fence
down-gradient of all temporary or permanent disturbances within the
project limits, as shown on the EPSC Plans for each project phase.
Additional silt fence will also be installed along the top of slopes above
areas of excavation, at the toe of graded slopes, limits of work, or other
areas as necessary to control erosion and prevent sediment from impacting
adjacent undisturbed areas. Silt fence may also be needed down-gradient
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of temporary travelways and access roads, since significant grading and
surface disturbances are possible during access road and staging area setup
and usage. Silt fence will be installed parallel with the existing contours
and where appropriate to protect downstream undisturbed areas. Woven
wire silt fence will be installed in place of standard silt fence for all areas
within 100 feet of surface waters.

T Tree Clearing: Clear all trees and significant vegetation, in accordance
with the project clearing limits or as directed by the Resident Engineer,
within previously flagged or fenced construction limits, and
simultaneously install temporary stabilization measures, including
temporary seed and mulch, wood chips, and/or crushed stone on disturbed
areas. All disturbed slopes steeper than 3:1 will be protected with
temporary erosion matting, where necessary.

8. Stabilized Construction Entrances: Grade and install stabilized
construction entrances within each respective area and work phase, as
shown on EPSC Plans, and/or as deemed necessary in the field. Since all
the existing roadways within the project area are paved, stabilized
construction entrances may only be required where the existing pavement
and subbase materials have been removed, or during initial work to install
temporary access roads. Stabilized construction entrances may only
require short tracking pads where temporary access roads meet existing
pavement as necessary to control tracking of sediment beyond the work
areas, and to assist with dust control on each end of the work area. Full-
length stabilized construction entrances may not be needed in most cases,
and will be determined in the field. Some form of stabilized construction
entrance or tracking pad is anticipated for each of the temporary access
roads and staging areas, but not for temporary travelways that will be
paved. Adequate traffic controls shall be in place in the vicinity prior to
installing and using the stabilized construction entrances.

9. Temporary Construction Access and Staging Areas: The location of
temporary construction access roads and staging areas are anticipated in
several locations, as described above and as shown on the EPSC Plans.
All necessary temporary stabilization, erosion controls, and surface runoff
measures shall be installed simultaneously with grading activities to
prevent erosion on disturbed areas, contain sediment, and convey
stormwater through the disturbed areas, especially in any areas of
concentrated drainage. This process may include, in addition to perimeter
controls already installed, temporary culverts, drainage structures,
diversion and stone-lined swales, stone check dams, temporary erosion
matting on slopes, water bars, and temporary mulch. Where difficult or
unsuitable soil conditions (wet, soft, etc.) are encountered within access
roads or staging areas, temporary surface stabilization may require an
application of crushed stone placed on geotextile fabric, as directed by the
Resident Engineer. Stone fill or existing stone materials from areas to be
excavated may be utilized for creating level staging pads adjacent to the
work areas, if approved by the Resident Engineer. Once the temporary
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access roads or staging areas have been removed, all disturbed areas will
be restored to previously existing grades and fully stabilized.

Temporary Access Roads: Where temporary access roads have to be
benched into the existing slopes, stormwater runoff from up-gradient areas
may concentrate along the perimeter silt fence at the toe of slope, and a
temporary diversion ditch may be necessary along this silt fence to convey
drainage to a discharge point into the existing stream channel. Stone
check dams and/or stone lining shall be installed along the silt fence as
necessary to control flow velocity, contain sediment, and limit turbidity at
the discharge point. Temporary erosion matting shall be installed on all
cut and fill slopes steeper than 3:1 within 48 hours of slope grading and
prior to any rain events. Water bars may be installed along the surface of
the access road at 50-foot intervals as necessary to control runoff. All
related erosion controls shall be in place prior to utilizing access roads.

Staging and Stockpiling: Where additional staging areas are located
outside immediate work areas, such as on level terrain within the right-of-
way (ROW), within lane closures, or on off-site areas, additional surface
water, or erosion controls are required as the specific field conditions
dictate. Earth stockpiles shall be temporarily stabilized with seed and
mulch if the duration of exposure is expected to be greater than 14 days.
Silt fence shall be placed on the down-gradient side only if necessary to
contain stockpiled materials and prevent sediment from being washed into
the existing ditches, or onto undisturbed areas. The Contractor may utilize
temporary lane closures along roads adjacent to the work areas for
equipment or material delivery, such as concrete trucks, if approved by the
Resident Engineer.

Off-Site Staging and Disposal Area: Activities that will take place at
approved off-site areas shall adhere to all applicable erosion and sediment
control requirements contained in this EPSC Plan, property owner
requirements, and other applicable requirements contained in the VTrans
approval of this area. This may include installation of stabilized
construction entrances, site perimeter controls, perimeter controls around
stockpile areas, and stabilization measures, where necessary, at the off-site
locations, as determined in the field. The off-site areas shall also be
monitored in conjunction with on-site areas for the entire duration of
usage and until all disturbed areas have been fully stabilized.

10.  Dewatering Measures: Setup dewatering measures prior to any
excavation or disturbances that are anticipated to encounter groundwater,
or collect runoff in accordance with the approved EPSC Plan. This task is
not anticipated based on the limited nature of the work, but is possible
during bridge abutment and pier construction. If high groundwater
conditions are encountered within footing/foundation excavation, a
temporary cofferdam, dewatering sump and pump systems and associated
treatment measures shall be incorporated for each location, as needed, and
in accordance with the typical details provided within this EPSC Plan.
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Containment Area Dewatering: The containment area within required
excavations where groundwater is present will be dewatered as necessary
by a separate dewatering sump and pump system with dewatering
treatment measures located on the upland, as detailed in this EPSC Plan.
The dewatering sump within the containment area is intended to maintain
semi-dry working conditions during bridge foundation/footing
construction, excavation and backfill, to limit the amount of sediment and
turbid water conveyed from the containment to the dewatering treatment
area, and prevent the discharge of sediment and turbidity to downstream
areas. It is critical that the Contractor maintains the sump and pump
system constantly to ensure that the suction intake is flowing clearly, not
clogged, and functioning as intended. The discharge hose extending to the
dewatering treatment area should be adequately supported as necessary to
prevent shifting or separation at the pipe joints, or any unexpected
discharge outside the contained areas.

The dewatering treatment areas will consist of, at a minimum, a filter bag
fitted to the end of the pump discharge hose, to remove sediment and
turbidity prior to discharge to off-site areas. The approximate location of
the dewatering area shall be reviewed with VTrans prior to
implementation, and may need to be adjusted in the field to ensure that
discharge will flow away from active work areas. Dewatering treatment
measures shall be adequately sized to handle potential flow volumes
expected from dewatering activities, and may require additional treatment
measures if sediment and turbidity is not adequately removed. Additional
erosion, sediment, and turbidity control measures may be necessary to
control the flow velocity, remove excess sediment not contained by the
filter bag, and limit turbidity from being discharged onto adjacent areas.
Additional measures may include a stone check dam, stone and fabric
check dam, stone lining installed along the down-gradient silt fence,
erosion control matting or a dewatering treatment basin (hay bale or stone
berm lined with fabric) as necessary to contain sediment and turbidity at
the discharge point, and provide the necessary storage capacity to
adequately treat and remove sediment and turbidity.

Dewatering measures shall remain in place and operational, until such
time as the work below the water level is complete, disturbed areas are
fully restored and stabilized, and all potential sources of sediment or
contamination have been eliminated. Once this condition is achieved, the
dewatering systems can be removed.

11.  Bridge Pier Removal and Replacement Work: Complete bridge pier
removal, excavation, and replacement work, as specified in the Contract
Plans. Prior to any concrete work below groundwater level, dewatering
measures shall be in place and operating to limit water within the
respective work areas and contain sediment and/or concrete
contamination.

During any concrete work, the Contractor shall also ensure that no excess
grout, concrete, or associated washwater is allowed to pass onto down-
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12.

13.

14.

1.

16.

gradient areas during these operations. A separate dewatering sump and
treatment measures may be needed around isolated areas during concrete
work to prevent mixing of waters contaminated with concrete with other
dewatering flows, as deemed necessary by the Resident Engineer.

If any additional dewatering from areas contaminated with concrete is
deemed necessary during concrete work, dewatering flows shall be
pumped to a treatment basin, or a filter bag with additional treatment
measures, since a filter bag alone is not typically adequate for removing
the fine particles and turbidity associated with concrete contamination. A
detail has been provided on the EPSC Plans in the event that this
additional treatment measure is needed. The Contractor shall continuously
monitor the filter bag and/or treatment basin throughout the duration of
these activities to ensure that adequate filtration is achieved, and that no
untreated water escapes from these areas.

Remove Temporary Access Roads and/or Staging Areas: Remove all
temporary construction access roads, staging areas, cofferdams, and
dewatering measures once work is completed in these areas.

Remaining Roadway Work: Complete all remaining roadway and
embankment work, including granular backfill, subbase, roadway surface
course, shoulder, guardrail, and other work. All disturbed areas within the
work areas shall be contained with perimeter controls until all areas have
been fully stabilized.

Final Stabilization: Install landscaping and final stabilization within 48
hours of final grading activities for all disturbed areas including
topsoiling, permanent seeding, mulching, sodding (if deemed necessary),
mulch netting, erosion matting, and stone fill.

Site Cleanup: Remove stabilized construction entrances and stabilize
with permanent seed, mulch, and erosion matting as necessary. Remove
all temporary erosion and sediment control measures, and perimeter
controls once final stabilization has been achieved for all disturbed areas.
Remove traffic controls and reestablish normal traffic patterns once work
has been deemed complete, or as directly by the Resident Engineer.

On-going Monitoring and Maintenance Activities: The Contractor
shall continuously inspect and maintain all erosion and sediment control
measures. Additional inspections shall be required by the On-Site Plan
Coordinator and/or EPSC Plan Monitor on a weekly basis and after every
rain event in which runoff is discharged from the site. The following Best
Management Practices (BMPs) measures are recommended throughout
duration of construction:

o The On-Site Plan Coordinator should utilize Accuweather website
(www.accuweather.com) or other appropriate service to predict
precipitation events that could impact stream flows and erosion
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controls. The Contractor shall be prepared to install all erosion and
sediment controls prior to rain events.

o The Contractor shall have all necessary erosion control equipment
and materials, including mulch and mulching equipment, on-site
for the duration of work in order to stabilize disturbed slopes,
inlets, outlets, and any other areas of potential concern.

o Maintain dust control in current work area at all times.

o Unpaved roadway areas intended for overnight travel shall be
treated with water or another approved dust control product (e.g.,
Calcium Chloride) prior to the end of the work day.

o Continuously inspect and maintain all stormwater, erosion, and
sediment control measures throughout construction, until disturbed
areas have been stabilized.

o Remove trapped sediment from erosion and sediment control
measures as appropriate for each type of BMP utilized, and as
directed.

o Monitoring of the EPSC and erosion controls shall continue prior

to, during, and after weather conditions that could cause erosion
and or sedimentation issues. The Contractor shall also anticipate
the need to return to the site to address any deficiencies, as
directed, on a very short time frame.

17.  Site Completion: Upon completion of each work phase, all disturbed
areas must be stabilized.

Off-Site Activities: All work related to this project is anticipated to be within the
bounds of the VTrans ROW, with the exception of several temporary off-site
access and staging areas where there is inadequate room for the necessary
construction activities. It is the responsibility of the Contractor to secure
authorization for access on adjacent properties as necessary to allow work to be
undertaken outside the ROW.

The project will generate a limited amount of vegetation from tree clearing
activities and typical construction related debris. Any debris that requires
removal from the project site will be disposed of by the Contractor in accordance
with any applicable laws and regulations. All excavated soil materials (such as
topsoil, soil, boulders, rock, etc.) will remain on-site and shall be utilized in final
grading and stabilization of disturbed areas, to the extent possible. It is
anticipated that the Contractor will need to import limited volumes of stone fill
and other select materials to establish finished grades within the work areas.

The Contractor intends to utilize several off-site abutting areas, and one separate
site, for construction access, staging, storage of equipment and materials, and
disposal of excess materials, as identified on the five “Off-Site Activity
Submittal” forms included in Appendix D. The off-site abutting areas include the
Joyce Rider property, an off-site area to the northwest of the project area, the
Charles Brown property to the southeast of the site, the State of Vermont right-of-
way northwest and southeast of the bridge, and the VTrans maintenance facility to
the northeast of the project area, as described in Section 1.5 above. The
Contractor has also secured permission to utilize a separate sand pit, also owned

VTrans - Castleton BRF 015-2(10) Page 10
Erosion Prevention and Sediment Control Plan June 8, 2015
Project No. 12563 Revised June 20, 2015



1.6

by Charles Brown. Each of these sites have been reviewed and approved by
VTrans, and the property owners have agreed to allow the Contractor to use the
properties. The Contractor shall adhere to all applicable conditions of this
approval, including installation, maintenance, and monitoring of general erosion
and sediment controls at this location, as necessary, and in accordance with this
EPSC Plan. Additional erosion and sediment control requirements have been
incorporated into the construction sequence in Section 1.5 above.

EPSC Plan Updates: The EPSC Plan is a document that must be amended to
reflect changes occurring at the site. Revisions to the EPSC Plan may include
additions of new BMPs, replacement of failed BMPs, significant changes in the
activities or their timing on the project, changes in personnel, changes in
inspection and maintenance procedures, and updates to the site plans. All
revisions to the EPSC Plan should be documented on the revision documentation

form provided in Appendix E.

If construction activities or design modifications are made that could impact the
measures shown on the enclosed EPSC Plans, this EPSC Plan and this narrative
will be amended appropriately, and include a description of the new activities, and
the planned erosion control measures to be implemented.

Contact Information/Responsible Parties

VIRANS PROJECT CONTACT

PHONE/FAX/MOBILE

ADDRESS

Chris Williams, Resident Engineer
VTrans Construction

Mobile: (802) 498-4170

Field Office: 42 North Main Street
Rochester, Vermont 05767

Mark Mackintosh, Regional Engineer
VTrans Construction

Phone: (802) 828-3042
Fax: (802) 828-3566

Jennifer Fitch, Project Manager
VTrans Structures

Phone: (802) 828-3042
Fax: (802) 828-3566

William H. Farley, P.E., CPESC Assistant
Construction Environmental Engineer
VTrans Construction

Phone: (802) 828-5483
Fax: (802) 828-2795
Mobile: (802) 279-8143

One National Life Drive
Montpelier, Vermont 05633-5001

CONTRACTOR and EPSC CONTACT

Kevin Ture, Project Manager
W.M. Schultz Construction, Inc.

Phone: (518) 885-0060 X221

Fax: (518) 885-0744
Mobile: (518) 956-0255

Post Office Box 2620
Ballston Spa, New York 12020

ON-SITE PLAN COORDINATOR and
EMERGENCY 24-HOUR CONTACT

Jim Raiti, Site Superintendent and
On-Site Plan Coordinator
W.M. Schultz Construction, Inc.

Phone: (518) 885-0060
Fax: (518) 885-0744
Mobile: (518) 858-1127

Post Office Box 2620
Ballston Spa, New York 12020

EPSC PLAN PREPARER and
MONITOR (AS NEEDED)

Scott A. Williams, P.E. (VT#8952)
Pathways Consulting, LLC

Phone: (603) 448-2200
Fax: (603) 448-1221
Mobile: (203) 722-5690

240 Mechanic Street, Suite 100
Lebanon, New Hampshire 03766

EPSC Responsibilities:

The On-Site Plan Coordinator shall be responsible for the following duties:
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o Implementing the EPSC Plan, committing resources to implement BMPs.

o Training of all staff and subcontractors as necessary to make them aware
of the BMPs, control measures, and good-housekeeping procedures that
must be implemented on the project site.

o Installing structural stormwater controls.

o Supervising and implementing good housekeeping programs, such as site
cleanup and disposal of trash and debris, hazardous material management
and disposal, and vehicle and equipment maintenance.

o Daily monitoring of the site conditions, erosion and stormwater controls,
and BMPs in accordance with the Contract documents, VTrans Standard
Specifications, and approved EPSC Plan requirements.

° Conducting routine inspections of the site to ensure all BMPs are being
implemented and maintained, and follow-up reporting using the Inspection
form provided in Appendix C.

o Maintaining the BMPs.

o Documenting changes to the EPSC Plan using the form in Appendix E.
o Communicating changes in the EPSC Plan to people working on the site.
o Subcontractor compliance with the EPSC Plan.

The EPSC Plan Monitor shall be responsible for the following duties:

° Conducting periodic (as needed) monitoring of the site conditions, erosion
and stormwater controls, BMPs in accordance with the approved EPSC
Plan requirements, and follow-up reporting using the Inspection form
provided in Appendix C.

o Recommendations relating to EPSC Plan and BMPs.

1.7 Schedule

The project is scheduled for start around June 22, 2015, with actual construction
beginning shortly thereafter. Mobilization and site setup (Phase 1) will run
between June 22 and July 6. The bridge and VT Route 30 closure period will be
from July 6 to July 31 for removal and replacement of the bridge (Phase 2). The
railroad closure period will be from August 3 to August 16 for completion of the
railroad work (Phase 3). Final site work and restoration activities are scheduled
for completion around August 31. Final completion is scheduled for September
25, 2015.

The specific schedule for construction activities at the site location are not known
at this time, but the Contractor has provided a preliminary schedule of all project
related activities. Once a more specific schedule is determined, dates should be
added to this EPSC Plan, as appropriate.

1.8 Inspection Form

The site shall be monitored in accordance with the conditions of the approved
EPSC Plan. The On-Site Plan Coordinator and/or EPSC Plan Monitor shall visit
the site on a weekly basis and after every rain event to observe the conditions of
surface water and erosion controls. The Inspection Form has been provided in
Appendix C for use during all on-site inspections.
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A maintenance inspection report will be made after each inspection by the On-
Site Plan Coordinator and/or EPSC Plan Monitor. A copy of the completed form
shall be filed with the VTrans, attached to this document for reference and
tracking, and maintained on-site during the entire construction project. Following
construction, the completed forms will be retained at the construction manager’s
office for a minimum of three (3) years.

2.0 EROSION PREVENTION AND SEDIMENT CONTROL PLANS

EPSC Plans for this project are included in Appendix B. The EPSC plans also include
the following information:

o Direction(s) of stormwater flow and approximate slopes before and after major
grading activities;

o Areas of soil disturbance;

o Areas that will not be disturbed,

o Natural features to be preserved,;

o Locations of major structural and non-structural BMPs identified in the EPSC;

o Locations and timing of stabilization measures;

° Locations of storm drain inlets;

o Standard Erosion Control Specifications;

o Construction Sequencing;

o Winter Construction Notes; and

o Erosion Control Details.

This EPSC Plan document shall be updated during construction activities in order to
identify each type of erosion and sediment control BMP that will be utilized.
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= DIRECTION OF TEMPORARY/PERMANENT STONE FILL SHOWN ON PATHWAYS EPSC PLANS AND VTRANS CONTRACT DOCUMENTS, CONTRACT DOCUMENTS (M%
FLOW ARROW SHALL GOVERN EXCEPT WHERE MORE STRINGENT REGULATORY REQUIREMENTS APPLY. 0 25 50" 75' 100" 125
SCALE: 1"= 40'
EROSION PREVENTION AND SEDIMENT CONTROL PLAN (PHASE 4 — RAILROAD #2) FOR W.M. SCHULTZ CONSTRUCTION, INC. PATHWAYS CONSULTING, LLC DESIGNED BY: SAW

DRAYM BY: SAW
VERMONT AGENCY OF TRANSPORTATION - CASTLETON BRF 015-2(10) B T e 10 CHECKED BY: SAW

REVISION DATE DESCRIPTION MADE | CHECKED | APPROVED VERMONT ROUTE 30 AND CLARENDON & PITTSFORD RAILROAD, CASTLETON, VERMONT (603) 448-2200 DATE:_06/08/15

NO. BY BY BY PROJ. NO. 12563 SHEET 8 OF 10




MAINTAIN SILT FENCE ALONG WORK
LIMITS UNTIL ALL DISTURBED AREAS
HAVE BEEN FULLY STABILIZED (TYP.)

END RAIL WORK
STA. 606+20. 00

8

LAN SHEET

IO OF G —\

Fo Y o S G——

v o

\
0CE o uu\z_—/

SEE EPSC p

INSTALL RAILROAD BALLAST AS PERMANENT
STABILIZATION ON ALL DISTURBED AREAS
AS SPECIFIED ON PROJECT PLANS

KEY TO EROSION CONTROL SYMBOLS:

PROJECT DEMARCATION FENCE
TEMPORARY STAGING AREAS

——PDF—

2

O INLET PROTECTION

TS

{—Bv*I{:* YECVILY
0

€CE oF QA —/

DSy S Oy e Ty ey v

GENERAL NOTES:

1

REFERENCE MADE TO PLANS PREPARED FOR THE STATE OF VERMONT AGENCY OF
TRANSPORTATION BY VANASSE HANGEN BRUSTLIN, INC., "PROPOSED IMPROVEMENT, BRIDGE
PROJECT, TOWN OF CASTLETON, COUNTY OF RUTLAND, VT ROUTE 30 (RURAL MINOR ARTERIAL),

BRIDGE NO. 93," SHEET 69 TO 80, DATED 09/18/14, PROJECT NUMBER BRF 015-2(10).

TO CASTLETON

FINAL RESTORATION OF

PHASE 4 —
RAILROAD WORK AREA

(VTRANS SHEET 80)

——sf—— SILT FENCE
“raaaann-  WOVEN-WIRE SILT FENCE m MULCH OR MULCH NETTING
q STONE CHECK DAM BEEEE] sTABILIZED CONSTRUCTION ENTRANGE
- IN THE EVENT OF CONFLICT BETWEEN DETAILS, EROSION CONTROLS AND/OR RELATED NOTES
=5 DIRECTION OF : TEMPORARY/PERMANENT STONE FILL SHOWN ON PATHWAYS EPSC PLANS AND VTRANS CONTRACT DOCUMENTS, CONTRACT DOCUMENTS
FLOW ARROW SHALL GOVERN EXCEPT WHERE MORE STRINGENT REGULATORY REQUIREMENTS APPLY. 0 25 50" 75 100" 125'
SCALE: 1°= 40'
EROSION PREVENTION AND SEDIMENT CONTROL PLAN (PHASE 4 — RAILROAD ##3) FOR W.M. SCHULTZ CONSTRUCTION, INC. PATHWAYS CONSULTING, LLC DESIGNED BY: SAW
DRAYN BY: SAW
VERMONT AGENCY OF TRANSPORTATION - CASTLETON BRF 015-2(10) CEBANGN, NEW HANPSHIRE 63708 g:::“gs;;; Zg"’
603) 448-2200 :
RExlngN DATE DESCRIPTION MgeE CHEBCYKED APPBR$VED VERMONT ROUTE 30 AND CLARENDON & PITTSFORD RAILROAD, CASTLETON, VERMONT (¢ PRI O, 12563 SHEET 0 OF 10




EROSION CONTROL SPECIFICATIONS

1. SOL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IN ACCORDANCE WATH

'TME VERUONT STANDARDS & SPECFICATIONS FOR EROSION PREVENTION & SEDIMENT
TROL," 2009, AND "LOW RISK SITE HANDBOOK FOR EROSION PREVENTION AND
ml{gl CO(UROL AUGUST 2008, THE CONTRACTOR SHALL HAVE REFERENCE TO THESE

2 ATTDITION TO EROSION CONTROL PRACTICES DEAMATICALLY NPROVES SOL
AND CONSERVATION AND REDUCES NEGATIVE IMPACTS O YATER QUALITY. THE

CONTRACTOR SHALL GIVE PRIORITY TO THE TIMELY INSTALLATION OF BOTH TEMPORARY
AND AMENT EROSION AND SEDIMENT CONTROL MEASURES,

3 ™ AND SEDIMENT CONTROL PRAC'HCES SHOWN ON THIS PLAN ARE THE MINIMUW
REMHED FW NITICl ATED SﬂE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE
PRACTICES SHALL BE UPGRADED AS NEEDE) FOR UHD(PECTEJ STORM EVENTS AND
NODIFIED TO ACOOUNY FOR CHANGING SITE OOE

4. 'E BOUNDARIES OF THE CLEARING LIMITS SH DN THE PLANS S‘IAU. IJE Ot.EA.RLY (UPSLOPE OF WIRE

FLAGGED DY SURVEY TAPE OR FENCING, AS SHO‘MI N THE PLANS, PRI AND POST)
COMNSTRUCTION. DURING 'lHE ODHS'IRUCTION PWOD, HO DISTURBANCE BEVOND
CLEARING UMITS SHALL BE PERMITTED. LMITS SHALL BE IINHTNHE) FOR
THE DURATION OF DOHSYRUCHOH

3 ‘I'HE SlMLLESI TIOAL AREA SHALL BE DISTURBED DURING OONSTRUC‘IIOH AT ANY ONE
ZATION. A CONSTRUCTION SEQUENCE HAS BEEN DEVELOPED TO
‘F”AiGUTATE INSTM.I.AJW OF EROSION CONTROL MEASURES AND THE COMPLETION OF

"“ N SYMBOL

IlDT TO SCALE

FILTER CLOTH
167 M

Bo

EMBED 6"MM

50" Mint |
5 ——FLOW

50" M LENeTH | %gmoi

WATERS OF THE STATE

CLOTH 67 MmN
1 ST’OHE SIZE- USE 1-4" STONE, RECLAMED OR RECYCLED CONCRETE

SLOPE TO ALLOW DRAINAGE THROUCH BAG

6. INSTALL EROSIO!‘I cou?nott' {? mg Alé suo'r'«nA ) &%%mz m“&'}\fu?‘ssgmmr As E 12"
" HECESSARY. LEAVE IN PLACE UNIL DISTURSED AREAS HAVE BEEN ADEQUATEL - Z u:m;m- uor LESS THAN 50" (EXCEPT O A SIGLE RESOEICE LOT WHERE A 30° E
pﬁ LY SIRBED AREAS TG PG SLT FIGe RBIOVAL SHALL BE 1. WOVEN VARE REINFORCED FENCE IS REQUIRED WITHIN 100' UPSLOPE OF RECEIVING WIE WESH ] UIGUUM LEHOTH WPPLES).
7. (UL DISTURGED AREAS SHALL HAVE TENPORARY STABLIZATON MEASUTES W PLACE WATERS WHEN THE PROVECT FALLS UNDER A COSTRUCTION STORMWATER PERT. &%ﬁ'ﬁﬂm STABLE ;F‘é% o 3. THICIGIESS -~ HOT LESS THAH 87, CONSTRUCTION SPECIFICATIONS.
JUTHAL 48 HOURS OF RATIAL DISTURBANCE, AID F ZATION WOVEN WIRE SHALL BE.A Ml 14 GAUGE WTH A 07 MAX. LESH oPEtlG, b EROSION CONTROL UATTING A 4. OTH-. 12- MIMUM, DUT KOT LESS THAN THE FULL WOTH AT_ POUTS Viiene 1. THE PRUARY PURPOSE OF RILTER BAG IS TO RETAN SILT. SAND, AND FWIES
HITHIN AL GRADINO, DETAL 3 ANCHOR S10T  DETAL 4 CHECK S10T INGRESS OR EGRESS OCCURS. 24 IF SINGLE ENTRANCE TO SI b S0,
6 CUT b FAL SLOPES NAY CALL FOR INTENSIVE EROSION CONTROL WEASURES.  MULCH 2 PLIER SO AL BE EITHER ALTER X, HRAFIIO0X, STABIIKA THOH OR BURKG DEVATEREG OPLTARGIS. g
HETTHG OR EROSION CONTROL BLANKETS SHALL BE RISTALLED OIf ALL SLOPES 3:1 AND APFROVED EQUIVALENT. DETAIL 6 LAP JXXNT 5. GEOTEXTAE MUST BE PLACED OVER THE ENTIRE AREA PRIOR TO FLACHG STONE. 2 FLTER BAGS %A% %ol\;s}% O A VEGETATED SLOPE GRADED TO ALLOW
STEEPER, 3. POST SPACING FOR YARE-BACKED FENCE SHALL BE 10° MAXMUM, CONSTRUCTION SPECIFICATIONS 3. FILTER BAGS MAY ALSO BE PLACED Ot COARSE AGOREGATE, STONE, OR
0. MANTENANCE: DURING THE CONSTRUCTION PERIOD UNTIL SUCH TIME AS LONG TERM b 6. SURFACE WATER- ALL SURFACE WATER FLOWNG OR DIVERTED TOWAR
YEGETATIO IS ESTADUSIED. BEEEs SO TEce, is ELOHGATION 1S 250K, FOST. S ‘;ﬁ’,‘ﬂ%‘{*&g&o M 1. EROSION UATIMNG, CHECK SLOTS. SHALL BE SPACED Bl DITCH CHANNEL 0 THAT OUSTRUGTO, EIIRANCES SUAL BE PlPED BINEATH THE ENTRANCE. I IF PIPING IS ) m%'ﬁ&“saﬁfﬁ&]*‘mw O, S0 FHM WATERS OF THE
oM L 0 I A SO, ' Bt o, B S o M R S e, sbiemend il s S W N
g: ?HRg"S‘EAL$FDl0€S s AL aacs L UTHILY A CLEANED 43 REQURED. o * T iR CLOTI 15 10 BE PASTENED ScCORRLY 10 Ve WAk P EACH ' % ;wm?‘wﬁcic-nm: DITMAIICE SHALL BE MANTANED It A cotiomon wici . 8. THE HEGK'OF THE LIER BAG SHALL, BE STRAPPED TIGHTLY. 70! THE: DISCHARGE
g \J REVEN =] [ 4
E%Pélnﬂﬂ) NECESSARY TO CORRECT ANY DAVAGE, DETERIORATION, AND SHORT TIES SPACED/EYERY'24" ATTOP AND KD, SECTION. 2. APPLY FERTIUZER, UME SEED PRIOR TO PLACING MATTING. SEDMENT SPRLED, DROPPED. WASHED OR TRACKED OHTO PUBLIC RIGHTS-OF-WAY 8. &‘ﬂtmwegi%r%;gsm‘\l{ N LONGER CAN EFFICIENTLY FILTER SEDIENT
NG, 5. YMEN THO SECTIONS OF ALTER CLOTH ADJO2 EACH OTHER THEY SHALL BE 7. FILTER DAG SHALL BE DISPOSED OF AS APPROVED B THE EPSC PLAN OR AS
E THE DOTIGH OF SEDIMENT BASNS SHALL BE PERIODICALLY CLEANED, WTH TiE PP . 3. STAPLES ARE 10 BE PLACED ALTERNATELY, IN COLULINS APPROXATELY 2 APART
SEDIMENT REMOVED TD A SE OIERCASREDIDY 0-AD ! 10 N ROWS APPROXMATELY 3" APART.  APPROXNATELY 175 STAPLES 0. WHEN WASHRIO IS REQUIRED, IT SHALL BE DONE ON AN AREA STABIUZED WTH DIREGTED BY THE ENGINEER,
F.  SEDWENT DEPOSTS SHALL BE REMOVED, AS NECESSARY, 0. PREFABRICATED UNITS SHALL BE GEOFAD, ENVIROFENCE, OR APPROVED EQUIVALENT, “o‘ggz_sg  PER 4X225' ROLLOF NATERAL AlD 125 STAFLES ARE REQURED PER STONE AND WHICH DRAINS ITO AN AFPROVED SEDMENT TRAPPING DEVICE.
10. EPSC PLAH MONITORING: THE ON-SITE COORDINATOR AND/OR EPSC PLAN MONMTOR oF NS
SHALL | CBSER ALLA SHALL FORMED N 0. PERIOOIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED ACCORDNG
HANEEIICE D oot A FEOULAR BASIS TO COSERVE THE INSTALLY &03'53’,}" T DT REAGIES TALF G TABISD (ASEEDED ANO MATERIAL REUOVED WHEH 4 DSTURDED AREAS SHALL BE SUOOTHLY GRADID, EROSIOH CONTROL NATERIAL TO PERMIT REQUIREMENTS.
Samots SIALL b ,Nsm%m Dice eveny 7 %/{ws AND AFTER EVERY RAINFALL EVENT SHALL BE PLACED LOOSELY OVER GROUND SURFACE. DO NOT STRETCH.
STORM SILT FENCE STABILIZED CONSTRUCTION ENTRANCE.
11 ANUAREA SHALL BE CONSIDERED STABLE IF OHlE OF TIE FOLLOWNG HAS 0CCURRED: nrs. 5. {0k JERMMAL ENDS AND TRANSVERSE LAPS SHALL BE STAPLED AT APPRONMATELY TS,
DASE COURSE GRAVELS HAYE BEEN INSTALLED IN AREAS TO BE PAVED. 12" MTER
0. ViR OF B8k VEGIATED. Rt AR e ESTABUSHED,
C.. A MUMUM OF 37 OF NON-EROSVE MATERIAL SUCH AS STONE OR RPRAP HAS BEEN
D. EROSION CONTROL BLANKETS HAVE BEEN PROPERLY INSTALLED,
12 WNTER 1 NOTES:
A 0SED VEGETATED AREAS WHICH DO HOT BXIBIT A MIILUM OF B5% GHT (1)
VECETATIVE GROWTH DY OCTOBER 15TH, OR WHICH ARE DISTURDED AFTER GCTOGER 3 —VAOTRURAL AREATIK ]
BERICTS S pEs CREATER T .1, A Sty ABFAGHS S To 4 Tons
H{ft
Lt e AR SSCURED W iGN v, BeEne D
RSTALLANON OF ERGSION CONTROL BLANIKETS 01t Julcti NETTuio Sl Gocur us z s e
ACCUNULATED SHOW OR ON FROZEN GROUND AND SHALL BE COMPLETED B 1.5 = s ——
ADVACE OF THAN OR SPRING WELT Even DETAL 1 TERMINAL FOLD e e T —a
B AL DITCHES OF SUALES VHIGH DO NOT EXHIIT A LIOUUM OF 85X VEGETATIE . 3 S RMML RUE SHAYS (-
GROWTH BY OCTOBER 18TH, OR WHICH ARE DI D AFTER OCTOBER 15TH, SHALL G 12
BE STADLZED TEVPORATILY WM STOE o :nos:ou CohTROC BLAETS
APPROPRIATE FOR THE DESIGN FLOW C
C. ATER HOVENDER 15T, HCOUPLETE ROAD O, PARKING SURFACES, WHERE s
mwes OPPED FOR THE WITER SEASON, SHALL BE PROTECTED WiTH A WAL OF 3
Ly EXCELSIOR BLANKET
D. FOR WORK AFTER OCTOGER 15TH: CONTRACTOR SHALL ADHERE m ITHE LOW RISK enoston EHMEE hinrmio
HARDBOOK FOR EROSION PREYENTION ANO CONTROL” FOR TRERCH " . DETAIL 2 JUNCTION SLOT
VA CONSTRUCON REGURBIN T, SECTION A=A secTon
CONSTRUCTION SEQUENCE CONSTRUCTION SPECIFICATIONS.
SEE SEPARATE EROSION PREVENTION AND SEDIMENT CONTROL PLAN NARRATIVE 1. STONE WL BE PLACED ON A FILTER FABRIC FOUNDATION, SOIL AVENDNENT GUDANCE
PETRRED SOHSTRUGTICH  SEQUENCHNO: A EROSION CONTROL MEASURES, 2. CHECK DAUS SHALL BE SPACED SO THAT THE ELEVATION OF THE CREST OF THE HToROIEED—[eraIEET T iEoTERD
RISK EVALUATION — PROJECT SPECIFIC WNSTREAM DA IS AT THE SAME ELEVATION AS THE TOE OF THE UPSTREAM DAM, (3 %
1N THE EVENT THAT CHANGES ARE MADE PRIOR TO OR DURING CONSTRUCTION 3. 3/4" FLTERIKG STONE MAY BE ADDED TO THE FACE OF THE CHECK DAM AS e i “ure UEST—Erosn conmot Ao ONSTRUCTION CUIDAL
THAT RESULT IN THE DISTURBANCE OF ONE OR MORE ACRES, THE CONTRACTOR NECESSARY. EROSISIoR BLAEY 0
SHALL BE RESPONSIBLE FOR ADDITIONAL PERMTNING WTH VAN PRSI SEER V2 USE A3, hRCATED i 1k puins oo TR ML
4 m"&%ﬁm‘s A g:;‘muu OF 1.5 FEET BEYOND THE DITCH BANKS TO PREVENT CSTARIVEDURLUG $oN) o8 111N S 01180 'M J
2.uR00) §| VIX1 USE AS 1NDICA L} S ANDZCA FOR ALL
EROSION CONTROL SPECIAL NOTES:. D THE DETAL-3 ANGHOR SLOT el U4e s ; ST
b TEOE SHONN ALONO TEMPORMIY AOCESS ROADS AND STAGRG AREAS O 5. PROTECT CHANIEL DOWNSTREAW OF THE LOWEST GHECK DAY FROM SCOUR AND CONSTRUCTION SPECIFICATIONS. sttt Bk b BE Y HOTE:
PLA ookt THOICATIVE FURPOSES ONLY, AND SHALL BE INSTALLED AS " EROSION VATH STONE OR LINER AS APPROPRIATE. AT T PRI OIS oS GG en Execeomo o.don o REFER 10 "TUE VERMONT STRDARDS & SPEDICATIONS
AFROPIUATE FOR FIELD CONOIIONS AHD, DOWN-GRADENT OF DISTURGED AREAS. » APPLY TO SLOPES GREATER THAN 3H:1V OR WHERE NECESSARY TO AID IN ’ EROSON PREVENTION & SEDMENT CONTROL —2008— * rneu Qe
T it Y DE ISTALLED PARALLEL T0 SLOPE CONTOURS. WiEnE 0. ENSURE THAT CHANNEL APPURTEMANCES SUCH AS CULVERT ENTRANCES " B TABUSUTG VECETATON “HTRTSTT R DA BcL rouLon RAlEs Sawy cpL o as VT AGENCY OF HATURAL RESOURCES FOR ADOIMOHAL
TS 15 NOT POSSBLE, RUNOFF FROU DISTURBED AREAS SHALL Bl " CHECK DAVS ARE HOT SUBJECT TO DAMAGE OR BLOGKAGE FROL DISPLAGED STOHE,
AND CONTROLLED USING DIVERSION SWALES YATH STONE CHECK DAHS. OR OTMER 2 APPLY FERIIUZZR. UME SEED PRIOR TO PLACING MATTING. SJHAY WLCHI 10 BE rélc(o O CARTH SLOPES AT THE 'élﬁ:i: 2 TOMS/ACRE, Ul K
APPROVED EROSION CONTROL MEASURES. 7. MAXIMUM DRAINAGE AREA 2 ACRES. s BE PLACED ALTERNATELY, Bl COLUMNS APPROXMATELY 2° ACHIEVE '90% CA OVER O3 AS DIRLCTEO B TRE EN
2. IF TDMPORARY ACCESS PATHS ARE MODIFIED FROM LOCATIONS SHOWN ON THE APART Nm IN Rows N’PRO)G\MTE!.Y ; APART, APPROXIMATELY 175 STAPLES 6.1¢8 oi (] lol(E ’un'ﬂ‘v.-u SECO AS IKOICATED G THE FLINS, CA AS HTS
APPROVED EPSC FLANS, ADDTIOIAL FEVIE( MAY BE KECESSARY WTH VIRANS CHECK_DAM £ REQURED PER 4225 ROLL OF LATERIAL AlD. 135 STANLEY Me PECEDD DIRECIED BT IRE Bus VASTATER PUNPED
T0 APPROVE ALTERNATE ACCESS, CONTRACTOR SHALL BE RESPONSBLE FOR NT.S PER 4'X1 50' ROLL OF uum X mu?sgt?%-“ ...Eﬁ"%?:%“:?.‘“.&ﬁm“' nnz}n|(kfr3'}5cfr7g'l-'.g“ FROM SEDMENT BASN
ChT AT THIS AODNTONAL REVEW 5 COLPLETED PIOR 10 PLENENTIO 4. DISTURBED AREAS SHALL DE SWOOTHLY GRADED. EROSION CONTROL MATERIAL 1iPs"6r ol divdnts 1o Bt Bt 10 LM,
3. DISCHARGING DEWATERNO FLOWS TO ALTERNATE LOCATIONS NOT suowu o THE SHALL BE PLACED LOOSELY OVER GROUND SURFACE. DO HOT STRETCH. Po"‘; 5?135% VUL PLACIRG SEE0, FERTILIIER, LIVE 130 Lol FRich 20 HAX =
APPROVED EPSG PLANS MAY REQUIRE ADDITIONAL REYEW BY VIRAMN: & AL TERUNAL ENDS AID TRANSVERSE LAPS SHALL BE STAPLED AT oRin CF CASS. o = e
CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING: THAT WIS REVIEH 15 APPROXIMATELY 12° INTER =) JomaE0 B
o SALERD cuon 1o BADIOTNG (80 ISR ' e or ARl (A T e, Ao o ot s, :
h ocA o ROLLED EROSION CONTROL_PRODUCT (RECP) SIDE SLOPE.
BAG AND/OR HOSE QUTLET mor:cnou. AT A MINMUM, PRIOR TO DEWATERNG. 1S, }gftmﬁl&ﬂ'lﬁ‘n%\g
6. DEWATERRO FLOS FROM AREAS OF EXCAVATION WTHS! STREAU GHAIEL, O
EXPOSED TO OTHER CONTAVINATION (E.G. — CONCRETE, GROUT) SHALL ONLY BE up __ DISCHARGE ONLY CLEAN WATER -
DISCHARGED nno APPROVED SETTUNG BASIN UNLESS AN ALTERNATE LOCATION DiSCHARGE: T 70 AN AFPROVED LOCATION. " MN.
MTH FILTER BAG AND/OR HOSE OUTLET PROTECTION IS APPROVED BY RESIDENT 40" MAX

6. AlL DISIURDED AREAS SHALL BE RESTORED WITH LOAM, SEED AND MULCH, AT A
MINMUM. SLOPES STEEPER THAN 3:1 SHALL BE STABLIZED WATH TEMPORAR

EROSION MATTING, OR EQUIVALENT GEOTEXTLE FABRIC, AS APPROVED BY "—12" THICK LAYER OF CLEAN SANO

TURE ESTABLISHMENT
SIDE SLOPE NIS PILTER AS NEEDED FOR TREATMENT OF

RESIDENT ENGNEER. 0 suoee
Y 4 WASHWATER (SAND LAYER IS OPTIONAL
STEP IF SOk TYRE ol WEED Vit B DESERNED 1 FD) Pvmkgﬁ'ég%u”ﬁfﬁgga
1 o'0* | THAN 4 FT. STANDFIPE S USE MIRAR 1400 OR APFROVED EQU,
" CRUSHED STONE EXISTING GRADE N STAKES, A
1 FLER RTO GROUND
J— E " MULCH NETTING ORIGIHALCROUND
1
GROUHD WATER —\ bilEs i
ISTALLATION NOTES £ 1. 4" INTO GROUND
\ 1. PIT DIMENSIONS ARE VARIABLE. HOTE:
N . N 2 THE STANOPIPE SHOULD BE A PERFORATED 12° TO 24" DIVETER 1 COAL Is FOR ALL COUTUNATED NATER T0 FLOW THROUCH NO-WOVEN FASRC, AN SAND
_/ S5 RORL Nav 1USEL" 1037 SIONE. [PRYCUNO, STORE. SHALL BE /4, 3 A DASS OF 2 u%"pgugn‘go;:mrg SHOULD DE PLACED IN THE PIT TO 2. DASI SIZE 10 VARY BASED Off EXPECTED VOLUIE OF WASIVATER, BUT SHOULD NOT EXCEED
COUPACTED I oy 1 st 2. PLACE STONE OVER CEOTEXTILE. ADEPTH 0 12", ATTER mf«gg«g‘m: sw%:p'e,zmégu SURoutnaia $ wmcm tin VSt ceus o wereass meaniaT oAy,
SUBGRADE Y T2 W, THERESS O 3. ONCE PUMPING IS COMPLETE FOR THE PROJECT, THE SEDMENT TRAPPED BEHHD 4 THE STANDPPE SHoULD EXTED 12° R AaTLL csitn 5T AT, 4. DETAL ot IS WTERDED 10 PROLOTE IKPLTRATION BITO GRU %sska’x’zﬂn zﬁsrvv "
. X5 Si0int O bRANIGS THE DAM SHALL BE DISPOSED OF BN AN APPROVED WASTE AREA. 5. I DiScHARCE WL DE e DIECTLY I e T o i 3 g(ggnegou IS T DESIRED DUE T UNSUITABLE Soll. conimats, ol 0)
' NASHED STONE FILTER FABRIC Gt e g S“WW BE WRAPPED WITH FILTER FABRIC SUITABLE COMMON PILL: 47~ 0° LOAV, SEED LR o BOTION A THAEE. SDES WaTH NGHWVET FABRIG, Ol oomwnman' Bib T TO
MIN. THCKNESS 4. THE CHECK DAV(S) SHALL BE REMOVED AND THE AREA STABIUZED AND RESTORED o e s kY parg
T0 KEAR rns-c&émucmu CONDITION. S R STALLATOL . smmpz. 4moﬁ {45 ARDNARE Clom W Oif WATER TO EXIT BASIN IN DESIRED DIRECTION AWAY FROM SENSITIVE RESOUI
STONE LINED DITCH FASRIC, THIS WLL INCREASE THE RATE OF WATER SEEPAGE INTO TIE PIPE ALTERNATE TREATMENT BASIN FOR DEWATERING
NS HOSE QUTLET PROTECTION. EWATERING STRUCTURE DIVERSION DITCH s
2L NS NTs, TS, -
SCALE: 1"= AS NOTED
EROSION PREVENTION AND SEDIMENT CONTROL DETAILS FOR W.M. SCHULTZ CONSTRUCTION, INC FOR PATHWAYS CONSULTING, LLC DES‘G"EDYB“ SAW ﬂ ‘
DRAWN BY: SAW ]
240 MECHANIC STREET, SUITE 100 A
VERMONT AGENCY OF TRANSPORTATION - CASTLETON BRF 015 -2(10) LEann, NE HAIPSHE 60726 ;::EWESJJB/SQW
603) 448-2200 J
1AD APPROVED I A
LBYE CHEB(\){KED oy VERMONT ROUTE 30 AND CLARENDON & PITTSFORD RAILROAD, CASTLETON, VERMONT PROV.HO. 12563 SHEET 10 OF 10

ang'm‘ DATE DESCRIPTION




APPENDIX C
INSPECTION FORM



Vermont Agericy of Transpartation

EPSC Plan Inspection Report

(Non-Jurisdictional and
Low Risk Projects)

[Project Name:

Date: Time Since Last Storm:

Inspector:

On-Site Coordinator:

Measure Inspected

STA/Off

Corrective Action Taken (CAT)

Date CAT

[Boundary Limits

Site boundary markers are up and visible

IDisturbance is only occurring within marked
boundaries

imit Disturbance Area

Only acreage listed on Authorization to Discharge
is disturbed at one time

Stabilize Construction Entrance/Exit

Off site tracking of sediment prevented

ISediment Barriers

Silt fence trenched into ground

IAccumulated sediment < %2 height of measure

IDiversion

A1l upland stormwater is diverted around the work
area

ICheck Dams

Check dams are in place and stretch the width of
the channel

(Channels are stable with no erosion

Stabilize Exposed Soils

Seed and mulch, and/or matting placed in
laccordance w/ permit requirements

Soil is seeded and mulched or covered in erosion
matting within 48 hours of final grade

Winter Stabilization

IAfter Sept. 15 all disturbed areas are seeded &
mulched to 3” deep or covered w/ matting

[For ongoing construction, exposed soil is mulched
prior to forecasted events

[Dewatering Activities

IAccumulated sediment is removed to allow
sufficient treatment

* Additional Measures and Discharges shall be reported on the back side of this form.

2/712007



Al

Vermont Agency of Transpartation

EPSC Plan Inspection Report

(Non-Jurisdictional and
Low Risk Projects)

Measure Inspected

Y

N

STA/Off

Corrective Action

Date Taken

IAdditional Measures

IDischarges Noted

* If there is a discharge of visibly discolored stormwater from the construction site to waters of the state, the On-Site Plan Coordinator
shall inform the Resident Engineer and take corrective action and report the discharge in accordance with Section 6.1 of Permit 3-9020.

2/712007



APPENDIX D
OFF-SITE ACTIVITY RECORDS



OFF-SITE ACTIVITY REVIEW Tiang

VTRANS ENVIRONMENTAL RESOURCE REVIEW
Project/District Name: Castleton BRF 015-2 (10) Proposed Area Name: Brown Property

[ ] Waste [ ] Borrow | | staging [X] Other:Acess Road X: 442747.93 Y: 12292033 (NADS3,
meters)

Natural Resource Review i ) Reviewer: Glenn G in gras VTrans Biologist

[Xl Accepted [:I Rejected Date @Z/%[ Sig]atlll'eﬁlﬁ/e»/ f;lv?w/\

Comments .

Cultural Resource Review o /b \ — ' Reviewer: Jen Russell VTrans Archaeology Officer
M\Accepted l:] Rejected Date -Signature

Comments

D The Site has been REJECTED for use at this time

[] Hire an Archeological consultant to clear Section106 issues

This site has been ACCEPTED (Site doés not warrant any special conditions)

This site has been ACCEPTED with the following conditions:

[] Maintain a minimum buffer of _____ feet from

E Orange fencing must be installed to protect nearby resources __/d_'f// /fwv/ s f é‘rv/é’ﬂ 9 *

[] Materials must be placed on geotextile fabric

[_] Flood Hazard Area present - Use of this site expires 180 days from date of this authorization

[] Use of this site must comply with applicable local/state/federal permitting regulations including but not limited to:

=

[] Please contact the Construction Environmental Engineer prior to use of this site.

[] Other:

The VT ANR Low Risk Site Handbook for EPSC measures should be used as a minimum measure for best
management practices at waste, borrow and staging sites.

A copy of this Review has been faxed to the Resident Engineer/District Tech . Yes D No
A copy of this Review has been delivered to the Construction Env Eng (CEE) Yes D No

This clearance is for the Natural and Cultural Resources Only.




OFF-SITE ACTIVITY SUBMITTAL Vg

o This form is to be completed in its entivety by the Contractor/District Tech when proposing any waste, borrow, or staging area or any
work outside the defined Contract construction limits.

o Submit to Xaven Spooner: karen.spooner(@slate.vi.us, Phone; (802)828-2169, Fax: (802)828-2334, VTrans Program Development Division,

Environmental Section, One National Life Drive, Montpelier, VT 05633-5001

o Submit a copy to the Resident Engineer
o Allow 21 ealendar dnys (see Section 105.25 (c) of the VTrans Standard Specifications For Construction) for review once the

application is administratively complete, [ 3(.3 (‘,’j{?l "’M(.m)(r VJ
Al H B &
o SUBMITTAL INFORMATION i 5:—27 /?‘ ]

Project Nme/Distrlet:_( /) 5/7s 700 /75F 15 ///f) Contrneton/District Tech:_Jf) Sl r= CNsrzycsen/

Contact:__ Az Ty Phone: %4 75¢ @755 Fax:_o/8-855= 0749 Temil: /’/ﬁ/""-&'/'f//’/i?'//&l lz. ors
y ”r/’~"’ﬂ"1"- R TC> § . S
Resident Engineer:__ C//2/5 /(/’////)/JJ'" Phone: Fax: Eoz - 7 86— THEO

1 PROPOSAL INFORMATION (Select one lype of area being proposed for use per submittal and describe associated characteristics)

JVAste { o Borrow —, o Staging M Other (ex. dewatering location): Heee ss

Material: “Type: (wsm concié(;:, eallhe/,)elc) el — Quantity (yds’) G —
Total Area of Land Disturbance (sq f) “-/G e 3 00 Si- "'/ ;
Additional Info: ™ 6/

LANDOWNER/PROPERTY INFO (Fill all applicable boxes; attach n Location Map and Sketch of Aren)

=

Print Name
o Private Residential/Commercial o Town/State Owned Facility o Other

Additional Info:_ 2 #) l-u,hlml 2enr (\

Ave there other users of this sitc? o Yes ;ﬁ\('No

Known past uses;
oL Locatlon Map (must be USGS Geological Survey Map (7.5°)) Goegle 0S

tSketeh of Aren: d’ﬁn(h arrow lb/Appm‘( scale d)'ﬁécognizable features
Permit Info:
Act 250 Permit Exists? o Yes 5)"1\10 If Yes, # Copy Enclosed? o Yes oNo

List of Other Existing Permits:

Name: ChatVeg Wil aw ) Adaress: 2 s0Y So O (‘Hgl Ll:n\ l'”/Phonc: o2 - 736 201

Landowner Agreement (Signature is required for all private-, town-, and state-owned properties)
B 1 : : - : ST
L, Ao n) ‘b‘ wu Y~ warrant that the information in the above permil application is accurate and agree

Landowner/Facility Manager Signature

to the use of the proposed area by A % t/ KX /’// 72 /MA/ 57+ as shown on the attached sketch. If acting as the agent of
Name of Continclor

the Landowner, I warrant (1) that the Landowner has the full right, power, and authorily to authorize the proposed use, (2) that I am
authorized to act as the Landowner’s agent, and (3) that my authority to act as the Landowner’s agent has not been revoked,

Date: __Y/5//5

This clearance is for the Natural and Cultural Resources Only.

Yo
http://vtransengineering.vennonl.gov/seclions/environmental/oft’ site_aclivity q 21“{7 s

YA



SCHULTZ

May 27, 2015

State of Vermont Agency Of Transportation — Environmental Section
One National Life Drive
Montpelier, Vermont 05633-5001

Attn: Karen Spooner

Re: Castleton BRF 015-2(10)
Offsite Activity Submittal- Lands of Charles Brown

Dear Karen,

Attached please find our Offsite Activity Submittal for the land of Charles Brown for Access to
the project site on Rt, 30 in Castleton, Vermont. The area highlighted outside the temporary
construction limit is approximately 3,000 SF +/-, All areas disturbed will be returned to natural
conditions at project completion. 3,600 sF +/—

Please do not hesitate to contact us should additional information be required.

alow

Sincerely,
W.M. Schultz Construction

Yoy
‘ %/&./_/<)/(y’b"""\,«

Mike Garn
Asst. Project Manager

cc Chris Williams, RE
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VERNMONT DIVISION FOR HISTORIC PRESERVATION

Environmental Predictive Model for Locating Precontact Archeological Sites

Project Name _ County Town
DHP No. Map No. Staff Init. Date
Additional Information
Environmental Variable Proximity Value Assigned Score
A.RIVERS and STREAMS (EXISTING or
RELICT):
1) Distance to River or 0-90 m 12
Permanent Stream (measured from top of bank) 90- 180 m 6
2) Distance to Intermittent Stream 0-90m 8
90-180 m 4 ‘
3) Confluence of River/River or River/Stream 0-90 m 12
90 -180 m 6
4)  Confluence of Intermittent Streams 0—-90m 8
90 —180m 4
5) Falls or Rapids 0-90m 8
90-180m 4
6) Head of Draw 0-90m 8
90— 180m 4
7) Major Floodplain/Alluvial Terrace 32
8) Knoll or swamp island 32
9) Stable Riverine Island 32
B. LAKES and PONDS (EXISTING or
RELICT):
10) Distance to Pond or Lake 0-90 m 12
90-180 m 6
11) Confluence of River or Stream 0-90 m 12
90-180 m 6
12) Lake Cove/Peninsula/Head of Bay 12
C. WETLANDS:
13) Distance to Wetland 0-90 m 12
(wetland > one acre in size) 90 -180 m 6
14) Knoll or swamnp island 32
D. VALLEY EDGE and GLACIAL
LAND FORMS:
15) High elevated landform such as Knoll 12
Top/Ridge Crest/ Promontory
12

16) Valley edge features such as IKame/Outwash
Terrace®*

=over-

May 23, 2002




17) Marvine/Lake Delta Complex®*

12

18) Champlain Sea or Glacial Lake Shore Line* 32
E, OTHER ENVIRONMENTAL FACTORS:
19) Caves /Rockshelters 32
20) [ ]Natural Travel Corridor

[ ]Sole or important access to another

drainage

[ ]Drainage divide 12

21) Existing or Relict Spring 0-90m 8
90 —180 m 4

22) Potential or Apparent Prehistoric Quarry for

stone procurement 0-180m 32
23) ) Special Environmental or Natural Area, such

as Milton acquifer, mountain top, etc. (these

may be historic or prehistoric sacred or

traditional site locations and prehistoric site 32

types as well)
F. OTHER HIGH SENSITIVITY FACTORS:
24) High Likelihood of Burials 32
25) High Recorded Site Density 32
26) High likelihood of containing significant site 32
based on recorded or archival data or oral tradition
G, NEGATIVE FACTORS:
27) Excessive Slope (>15%) or
Steep Erosional Slope (>20) -32

-32

28) Previously disturbed land as evaluated by a
qualified archeological professional or engineer
based on coring, earlier as-built plans, or
obvious surface evidence (such as a gravel pit)

#% pefer to 1970 Surficial Geological Map of Vermont

Total Score:

Other Comments :

0- 31 = Archeologically Non- Sensitive
32+ = Archeologically Sensitive

-over-

May 23,2002
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VERMONT DIVISION FOR HISTORIC PRESERVATION
Environmental Predictive Model for Locating Precontact Archeological Sites

Project Name Ga.fHewLm B/é F O0lS<7 /f 0) County :@Hmi Town (b{#‘itoh
DHP No. Map No. Staff Init. ___- Date_0//0Y/Is
Additional Information

Lnvironmental Variable Proximity Value Assigned Score
A, RIVERS and STREAMS (EXISTING or
RELICT):
1) Distance to River or 0-90m 12 12 )
Permanent Stream (measured from top of bank) 90- 180 m 6 “;;‘
2) Distance to Intermittent Stream 0-90 m 8
90-180 m 4
3) Confluence of River/River or River/Stream 0-90 m 12
90 —180m 6
4) Confluence of Intermittent Streams 0-90m 8
90 —-180m 4
5) Falls or Rapids ' _ 0-90m 8
90-180m 4
6) Head of Draw . 0-90m 8
90 — 180 m 4
7) Major Floodplain/Alluvial Terrace 32 3z,
-8) I{noll or swamp island 32 )
9) Stable Riverine Island 32
B. LAKES and PONDS (EXISTING or
RELICT): -
10) Distance to Pond or Lake 0-90 m 12
90 -180 m 6
11) Confluence of River or Stream 0-90 m 12
90 —180 m 6
12) Lake Cove/Peninsula/Head of Bay 12
C, WETLANDS: ’
13) Dislance to Wetland 0-90m 12
(wetland > one acre in size) 90 -180 m 6
14) Knoll or swamp island 32
D. VALLEY EDGE and GLACIAL
LAND FORMS:
15) High elevated landform such as Knoll 12
Top/Ridge Crest/ Promontory
16) Valley edge features such as Kame/Outwash 12
Terrace®*

-over- ’ May 23, 2002




17) Marine/Lake Delta Complex**

12

18) Champlain Sea or Glacial Lake Shore Line** 32
L. OTHER ENVIRONMENTAL FACTORS:
19) Caves /Rockshelters 32
20) [ ] Natural Travel Corridor

[ ]Sole or important access to another

drainage

[ ]Drainage divide 12

21) Existing or Relict Spring 0-90m 8
. 90-180m 4

22) Potential or Apparent Prehistoric Qtian‘y for

stone procurement 0-180m 32
23) ) Special Environmental or Natural Area, such

as Milton acquifer, mountain top, etc. (these

may be historic or prehistoric sacred or

traditional site locations and prehistoric site 32

types as well) ’
F. OTHER HIGH SENSITIVITY FACTORS:
24) High Likelihood of Burials : 32
25) High Recorded Site Density 32
26) High likelihood of containing significant site 32 32
based on recorded or archival data or oral tradition
G. NEGATIVE FACTORS:
27) Excessive Slope (>15%) or
Steep Erosional Slope (>20) -32

-3 =32

28) Previously disturbed land as evaluated by a

qualified archeological professional or engineer

based on coring, earlier as-built plans, or
obvious surface evidence (such as a gravel pit)

## yefer to 1970 Surficial Geological Map of Vermont

Total Score:

Other Comments :

0- 31 = Archeologically Non- Sensitive
32+ = Archeologically Sensitive

~over-

May 23, 2002




Michael Garn

From: Michael Garn
Sent: Friday, June 19, 2015 10:42 AM
To: 'Mary OLeary"
Subject: FW: castleton

Please see response for brown property.

Thank You,

Mike Garn | Project Manager

Schultz Construction
Heavy Civil Construction

831 State Route 67 | Curtis Industrial Park
P.O. Box 2620 | Ballston Spa, NY 12020
W: 518.885.0060 Ext. 223
F:518.885.0744 C:518.860.7457

Gruen Construction
A member of the Schultz Group of Companies

From: Spooner, Karen [mailto:Karen.Spooner@state.vt.us]
Sent: Tuesday, June 16, 2015 8:41 AM

To: Michael Garn

Subject: RE: castleton

| will make the adjustment in the folder, there is no further action required on your part. Thanks.

Havern Spoaner

Administrative Assistant

Vermont Agency of Transportation

Highway Division

Project Delivery Bureau - Environmental Section
1 National Life Drive

Montpelier, VT 05633-5001

(802) 828-2169

From: Michael Garn [mailto:MGarn@wmschultz.com]
Sent: Tuesday, June 16, 2015 7:33 AM

To: Spooner, Karen

Cc: Kevin Ture

Subject: castleton

Karen,

Could you please take a look at this already approved off site for our Castleton project. There are NO changes at all
except that VTRANS would Like to have our offsite agree with our EPSC plan and actually square footage used is 3600
SF. Let me know if you have an questions or require more information to clarify.

| will probably have to amend the SF of our other ones too, you should see them today as well. | appreciate anything
you can do to help and | know it is last minute but we are trying to finalize all the parts to be able to begin the
Accelerated bridge on time next week.



Thank You,

Mike Garn | Project Manager

Schultz Construction
Heavy Civil Construction

831 State Route 67 | Curtis Industrial Park
P.O. Box 2620 | Ballston Spa, NY 12020
W:518.885.0060 Ext. 223

F: 518.885.0744 C:518.860.7457

Gruen Construction
A member of the Schultz Group of Companies
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To be completed by the Cont

Stngmg Area Dxemptmns

The placement of constructlon 1ralle1s, equlpment
El On existmg paved ol grave} sm‘faces whxo

Boupw Slte Exemptxons

D Exxstmg, in <use gravel pits Whloh have
‘- ponditions of satd petmilt (Act 250 Peti
E_! Bxistlng, in-use, commetcial glavel P
. Provess aslong: asaIandowners‘ A
= [ntex-ploject Material Usage The usé ofisiir
“which thé ‘owrier and Gontractr e the 11 10volve utside the *
1espect1ve contlact constructxon lingits - LT LT e

Waste DispoSal Dxemptions -

The use of ploject gene1 ated Solld Wastes to:

{ Same entity

Batch plants for reyelinig of mateuals and b

0 Thedisposal of any (etodible of non- elodif_ :
faoxlity to Which the matefial will be stored |

0 Bxisfing, fn-uise gravel pits which'have an
conditions of sald peimit (Act 250 Porrhit # Al |

{ Exlstmg, fu-ise, commeteial gravel pits that aie* ndfafhene from the Act 250 Pexmil; Review
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respeotive contraot construction Hmits

I3 The disposal of hazardous matesfals at a facility which has been réviewed and approved by the Agency’s
Hazatdows Materials Specialist ) '

Project Name

Proposed Area Name: /BQ QWS Sw\)J D & ?\f’ ozgrmcu VRV
Landowner Sig’ﬂature: C ,P\M(‘u,q .(Jd.?(l}n RN

Act 250 Pexmit # (101 Existing, In-use sites)

Act 250 Grandfathered Signature (\ B\Apb(\x_/y W, %Y\,

(Owner or authorized representative)-

hitp:fiviransenginecring vermorit,gov/sectionslenvironmental/ofi: site_nctivity
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OFF-SITE ACTIVITY REVIEW

VTRANS ENVIRONMENTAL RESOURCE REVIEW
Project/District Name: Castleton BRF 015-2(10) Proposed Area Name: Schultz Construction—Rgoder Property

z ”
Waste || Borrow [ Staging [_] Other: X:442.722.75  Y: 122,956.02 (NADS3, meters)

Reviewer: Glenn Gingras, VTraus Biologist

Natural Resource Review

. j / /
IE Accepted D Rejected Date _5 (20 /6/Signature /}Z = ,/’lls”j 2y

7N
Comments
CulturalResource Review Reviewer: Brennan Gauthier, VTrans Arch
. S———
i Accepted D Rejected Dat% Signature gwm/ S ﬁ;ﬁ&w‘/ﬁ

mments

D The Site has been REJECTED for use at this time

[] Hire an Archeological consultant to clear Section106 issues

This site has been ACCEPTED (Site does not warrant any special conditions)

This site has been ACCEPTED with the following conditions:
[} Maintain a minimum buffer of feet from

t be instqlled to protect nearby resources
be placed on gkotextile fabric

[] Flood Hazard Area present - Usk of this site expires 180 da m date of this authgQrization
federal permitting regulations\including but not limited to:

IR

[] Orange fencing n

this site must comply with\gpplicable local/

Please contact the Construction Environmental Engineer prior to use of this site.
[] Other:

The VT ANR Low Risk Site Handbook for EPSC measures should be used as a minimum measure for best
management practices at waste, borrow and staging sites.

A copy of this Review has been faxed to the Resident Engineer/District Tech Eﬂ Yes I:l No
A copy of this Review has been delivered to the Construction Env Eng (CEE) [E’Yes l:l No

This clearance is for the Natural and Cultural Resources Only.
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R s ] NI )T ‘\30 Sao 4 "+ Romme )
77 k- Name: ( JOY Ce. /‘Ql c](’t’/’( - Address: POW NS, 130 100 s e it V! Phone; Céé/ § =296 Y.

" 1, S4 "f‘:}LL- <L ,(/ @), Warrant that the information in the above permit application is accurate and agree

OFI-SITIE ACTIVITY SUBMITTAL V’l&‘ﬂll.“)‘ﬂfﬁ?ﬁlﬁ@?@

u This form s to be completed in its entively by the Contractor/District Tech when proposing any waste, borrow, or slaging area or any

work outside the defined Contract construction limits.
@ Submit to Karen Spooner: karen.spooner@state.vi.us, Phone: (802)828-2169, Fax: (802)828-2334, VTrans Program Development Division,

Environmental Section, One National Life Drive, Montpelier, VT 05633-5001

o Submit a copy to the Resident Engineer
u Allow 21 calendar dnys (see Section 105,25 (c) of the VTrans Standard Specifications Fox Construc(ion} for review, once the |

ki i D o o,
application is administratively complete. h (SN )_”EZ( a;ﬁ )

» SUBMITTAL INFORMATION l S Yrs N

Project Name/District: /}'}.572‘&";%/\/ GRY U5+2._ Contractor/District Tech: WY St 72z CZMS‘/".
Contnct: /‘\/E\///V T Phonc:I=0Jt-02.5:5F ax:_S/8 G35 <O W iamil: A= Fwe @ Wi Sehte /2. Coply

= F-J’Z 7
Resident Engineer:_ (A0S /‘.//ﬁl-/l}/l'/)g #oE %lf{)%e: 770 Fax:_ 502 = 7856 » S8/
o PROP%SAL INFORMATION (Select one type of area being proposed for use per submittal and describe associated characteristics)
= P
WVaste o Borrow d»’Sf:éing o Other (ex. dewatering location);
Material: Type-(asplaltzeoneretef carthen)ete.)  Z2 /e I4EN/] Quantity (yds®) Joe C,S/ =
Total Area of Land Disturbance (sq ft)___. }3,000 SE We 2900 -
Additional Inlfo:——-lz—me_wu&@_@e_mw \!'4_&4.( @
v

u LANDOWNER/PROPERTY INFO (Fill all applicable boxes; attnch a Location Map and Sketch of Aven)

Prifit Name a573)-
ryﬁﬁvate Residel_ltiaI/Commerqial o Town/State Owned Facility o Other
Additional Info; §
Are there other users of this site? 0 Yes mﬁ?f
Known past uses;
ocation Map-(must-be-USGS-Geological-Survey Map-3:5Y) 70/ CoNTRACT /ﬂ&ﬁ}'ﬁ/ SHeze 7S
Ll(Sﬁ(etch of Arca: li/N:)rlh arrow Ih‘A(ppl'OX scale dflg;nizable features
Permit Info:
Act 250 Permit Exists? a Yes ﬂfl\;:. If Yes, i Copy Enclosed? o Yes oNo

List of Other Existing Permils:

Landowner Agreement (Signature is required for all private-, town-, and state-owned properties)

arfdowner/Facility Manager Signature .
to the use of the proposed area by ’\/ /L/ 527//“7/ (ﬁ‘"J.‘)f) as shown on the allached sketch. If acting as the agent of
Name of Continctor
the Landowner, I warrant (1) that the Landowner has the full right, power, and authority to authorize the proposed use, (2) that 1 am
authorized to act as the Landowner’s agent, and (3) that my authority to act as the Landowner's agent has not been revoked.
Date: M

This clearance is for the Natural and Cultural Resources Only.

h(lp://v(mnsenginccring.vcnnunl.gov/sccliousleuvironmeulnVoﬂ:_silc_nclivily



May 12, 2015

State of Vermont Agency Of Transportation — Environmental Section
One National Life Drive
Montpelier, Vermont 05633-5001

Attn: Karen Spooner

Re: Castleton BRF 015-2(10)
Offsite Activity Submittal- Lands of Jopce Rider

Dear Karen,

Attached please find Offsite Activity Submittal for the land of Joyce Rider, The primary use of
this land will be to establish a crane mat to facilitate the installation of the sheet pile wall and
also a staging area for the duration of the project,

As such it will be nessesary to place about 2-3 feet of clean fill on Mrs. Ryder’s land. Mrs, Ryder

has requested that we leave the fill in place to level out some low spots in her lawn, that should
amount to about 300 cy of clean fill. At the completion, we will grade to drain, topsoil and seed.

Please do not hesitate to contact us should additional information be required.

Very truly yours,
W.M. Schultz Construction ,

Kevin C, Ture
Project Manager

cc Chris Williams, RE
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Spooner, KKaren :

From: Kevin Ture <KTure@wmschultz.com>

Sent: Thursday, May 14, 2015 3:21 PM

To: Spooner, Karen

Subject: RE: Offsite submittal Castleton BRF 015-2 (10)
Attachments: 20150514151635000.pdf

Karen,

There is only one area, both fill and staging for a crane pad will occur in the same area. As |
explained in the letter, in order to level out the area for staging and make a crane pad, we
need to place about 2-3 of fill. The land owner wants the fill left in place, graded to drain,
topsoiled and seeded.

l attached some Google ma'ps and a new sketch of the area and signed and dated the
submittal. Please let me know if any further information is required.

Thanks

Kevin Ture

Schultz Construction

Heavy Civil Construction

831 State Route 67 | Curtis Industrial Park
PO Box 2620 | Ballston Spa, NY 12020

W: 618.885.0060 Ext. 221 F: 518.885.0744
C: 518.956.0255

Gruen Consteuction
A member of the Schultz Group of Companies

From: Spooner, Karen [mailto:Karen.Spooner@state.vt.us]
Sent: Wednesday, May 13, 2015 8:25 AM

To: Kevin Ture

Subject: RE: Offsite submittal Castleton BRF 015-2 (10)

Thank you for your submittal, however before [ can forward it along for review | will need some additional information.
First | will need a detailed sketch (see attached) of both sites (you have indicated a waste and a staging site). | will also
need to know what and how much is being wasted and what and how much is being staged. | will also need a map (a
Google map will suffice). Plan sheets do not work in most cases for our reviews. Once this information is received I will
forward it along for review. If you have any questions please feel free to contact me. Also the bottom of the submittal

was not dated.

TKaven Specney

Administrative Assistant

Vermont Agency of Transportation

Highway Division

Project Delivery Bureau - Environmental Section
1 National Life Drive

Monlpelier, VT 05633-5001

(802) 828-2169
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<"| Name: ( )OVCQ‘ !Ql c‘} (S Address: PO N 1D l"-‘: 50 1 M ‘:EML

L Sayee . I, ,(/p .3, warrant that the information in the above permit application is accurate and agree
N

OFIF-SITE ACTIVITY SUBMITTAL 1/ P—

u This form is to be completed in its entivety by the Contractor/District Tech when proposing any wasle, borrow, or staging area or any

work outside the defined Contract construction limits.
@ Submit to IKaren Spooner: karci.spooner@stale.vi.us, Phone: (802)828-2169, Fax: (802)828-2334, VTrans Program Development Division,

Environmental Section, One National Life Drive, Montpelier, VT 05633-5001

u Submit n copy to the Resident Engineer

u Allow 21 ealendar days (see Section 105.25 (c) of the VTrans Standard Specifications For Construction) for veview once the

application is administratively complete, [di};@"@ Xf(f R \, )
» SUBMITTAL INFORMATION | &35 |

el

Project Nnme/District: (/}/}.‘372(27?)/\/ GRY 452, Contenctor/District Techs__ A Sttt 722 Conts. o

Contnet:_/SEVIV T Phone:J/8=0If~02 5258 axs_SA8-EBG 024 mail__& Ftore @ b Sehi . Copy

N P
Resident Engineer:_ (244278 /L//é'[//}/lf < it Jf()){‘:c: 77e Faxi_ o2 =786+ 6/

a PROPO?AL INFORMATION (Select one type of avea being proposed for use per submittal and describe associated characteristics)
P prd

Wasle o Borrow tff.ft’;:gillg o Other (ex. dewatering Ibcaliou):
N W P ity (v B0 ey e

Material: Typa(asplmhﬁmcta(iz:rlhcn ete.)__ L AEIHEN Quantity (yds®) Qo ey

Total Area of Land Disturbance (sq ﬂ)_' 3,000 S5z '—'4/ o

Additional Info: Z’Q(QC)

¢ LANDOWNER/PROPERTY INIFO (Fill all applicable boxes; attach n Location Map and Sket-

,f/f(,' Print Name \@ K(-?\&w) ‘wy.

ivate Residential/Commercial o Town/State Owned Facility
9P\ 1\

Additional Info: ! L
Atve there other users of this site? o Yes No (;) kox J‘\\%

Known past uses:

A
lb’f:cation Map-(must-be-USGS-Geologieal-Survey-Map-(=5Y) Y= 4 ,,»Q/Vf'/?ﬁ. Q/O(/ 2 =1 b

llf'S/kctch of Area:r&/l\jc,)rlh arrow dr‘f(m)rox scale ecognizable featu
Permit Info: -
Act 250 Permit Exists? o Yes ifNo  If Yes, {# Copy Enclosed? o Yes oD No

List of Other Existing Permits:

Landowner Agreement (Signalure is required for all private-, town-, and slate-owned properlies)

7
l@é}\vuerﬂ-‘ncilily Manager Signalure

to the use of the proposed area by as shown on the attached sketch. If acting as the agent of

Name of Contictor

the Landowner, I warrant (1) that the Landowner has the full right, power, and authorily to authorize the proposed use, (2) thal I am
authorized to acl as the Landowner’s agent, and (3) that my authority to act as the Landowner’s agent has not been revoked.

Date:

This clearance is for the Natural and Cultural Resources Only.

htip://viransengineering.venuont.gov/sections/environmental/oft site_activity
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Michael Garn

From: Michael Garn

Sent: Friday, June 19, 2015 10:40 AM
To: '‘Mary OLeary'

Subject: FW: Castleton offsite

Please see approval for brown.
Thank You,

Mike Garn | Project Manager

Schultz Construction
Heavy Civil Construction

831 State Route 67 | Curtis Industrial Park
P.O. Box 2620 | Ballston Spa, NY 12020
W:518.885.0060 Ext. 223
F:518.885.0744 C:518.860.7457

Gruen Construction
A member of the Schultz Group of Companies

From: Spooner, Karen [mailto:Karen.Spooner@state.vt.us]
Sent: Tuesday, June 16, 2015 2:37 PM

To: Michael Garn

Subject: RE: Castleton offsite

After conferring with out biologist and archaeologist they are OK with the change in square footage as long as it does
not involve any tree cutting.

Taven Spacner

Administrative Assistant

Vermont Agency of Transportation

Highway Division

Project Delivery Bureau - Environmental Section
1 National Life Drive

Montpelier, VT 05633-5001

(802) 828-2169

From: Michael Garn [mailto:MGarn@wmschultz.com]
Sent: Tuesday, June 16, 2015 1:51 PM

To: Spooner, Karen

Cc: Kevin Ture

Subject: Castleton offsite

Karen,

Please see revised Rider property offsite with updated area of impact 3900 sf also Karen there was a small change on
our ESPC plan we are depicting using a little bit more than originally sketched to get us down to the Rail Road ROW. Let
me know if more information is required for this one. Also | noticed the one | sent earlier | just misnamed the PDF that
was for BROWN property.

Thank You,



Mike Garn | Project Manager

Schultz Construction
Heavy Civil Construction

831 State Route 67 | Curtis Industrial Park
P.O. Box 2620 | Ballston Spa, NY 12020
W: 518.885.0060 Ext. 223
F:518.885.0744 C:518.860.7457

Gruen Construction
A member of the Schultz Group of Companies



OFF-SITE ACTIVITY REVIEW Y ﬁmum@e«w

VTRANS ENVIRONMENTAL RESOURCE REVIEW

Project/District Name: C&J/A/o« bR¢ 015 -2( /") Proposed Area Name: N Tz ’Pmoﬁt‘\’%
[ waste  [_] Borrow L | staging [x/] Other:_ X: 14273339 Y: /2 gg@z ;;(NADBB meters)

Natural Resource Review Reviewer: Glenn Gingras, VTrans Biologist

Accepted D Rejected Date éZ/ q /'(Signature A/L«s j w;;;/‘*q

Comments
Cultural Resource Review ‘ iewer: | / IO/
Accepted || Rejected Date(é[éf)/\s Signature _\ { Ztureélr/ G

Comments

D The Site has been REJECTED for use at this time

Hire an Archeological consultant to clear Section106 issues

This site has been ACCEPTED (Site does not warrant any special conditions)

&

This site has been ACCEPTED with the following conditions:

[] Maintain a minimum buffer of ____ feet from

[[] Orange fencing must be installed to protect nearby resources

[] Materials must be placed on geotextile fabric

[[] Flood Hazard Area present - Use of this site expires 180 days from date of this authorization

[4 Use of thls site must comply with ap ‘p;;able local/state/federal permitting regulations including but not limited to:-

ﬂ/ rripsfe /91//». cd Sy Concrefe M/}/%//

[] Please contact the Construction Environmental Engineer prior to use of this site.

MOthen _Afd /KﬂC C,/y'pl//mﬁ ot f o u//L /‘;"c/r/ Nevivew /DJ
8}0 ijlbf = 3 divi~efer

The VT ANR Low Risk Site Handbook for EPSC measures should be used as a minimum measure for best
management practices at waste, borrow and staging sites.

A copy of this Review has been faxed to the Resident Engineer/District Tech Yes D No
A copy of this Review has been delivered to the Construction Env Eng (CEE) E\Yes l:] No

This clearance is for the Natural and Cultural Resources Only.




SCHULTZ

June 16, 2015

State of Vermont Agency Of Transportation — Environmental Section
One National Life Drive
Montpelier, Vermont 05633-5001

Attn: Karen Spooner

Re: Castleton BRF 015-2(10)
Offsite Activity Submittal- Lands of State of Vermont

Dear Karen,

Attached please find our Offsite Activity Submittal for the land of The State of Vermont for
Access to the project site on Rt. 30 in Castleton, Vermont. The areas highlighted outside the
temporary construction limit are labeled and are approximately A - 3,600 SF +/-, B — 2,000 SF
+/- and C which is located in the VTRANS maintenance facility area for 9,100 SF +/-. Area C
will have some project wastes placed in it, at this time we have also filed a INMEA with the
state. All areas disturbed will be returned to natural conditions at project completion. The
requested access areas will allow us to access other planned areas of the job and adjacent private
property which we have already obtained approved off site activities for.

Please do not hesitate to contact us should additional information be required.

Sincerely,
W.M. Schultz Construction

Gl e

Mike Garn
Asst. Project Manager

cc Chris Williams, RE



OFI-SITE ACTIVITY SUBMITTAL Vi ngussegion

" This form Is to be completed inits entively by the Contractor/District Tech when proposing any waste, borrow, or slaging area or any
work outside the delined Contract construction limils.
* Submit to Iaren Spooner: kaven.spooner@slate.vi.us, Phone: (802)828-2169, Fax: (802)828-2334, VTrans Program Development Division,

Environmental Scction, One National Life Drive, Montpelier, VT 05633-5001

v Submit n copy to the Resident Engineer
v Allow 21 calendnr days (see Section 10525 (¢) of the VIrans Standard Specifications For Construction) for review onee the

application is administratively complete.

" SUBMITTAL INFORMATION

r Ty * resy ’ 1 \
Project Nnme/Dis(rlc(:/./l.‘)”l?/’l‘h\ RR " NS -2 _/’0‘\Conlrnctor/Dlsh'lct Tech: \4\] M .(az‘.lnul IZ (,.c/'rl,g‘{\\‘(lﬂol’l
Contact: I\/(",U: n_lore, Phone: 51851, - O2.58 Tax: SI9 895 O7HY Bomnil: I\’-}u-/}_"_ @i .,('r_/.on Lot

) T oae ‘ soz = U789 170 s oo
Resident Engineer:_ (. l\r.‘s W lam g oe l’lu{x{é: : Faxi___ 02 - /66 81O

u PROPOSAL INFORMATION (Sclect one type of area being proposed for use per submittal aud describe nssocinted characteristics)
W Waste o Borrow o Staging , Y Other (ex. dewatering location); A1éc eSS
Material: Type (asphalt, concrete, earthen, etc.) A{PJW } /, C(N(/r/c., LYlf‘VLL'\ Quantity (yds’) (S0 <V
Total Aren of Land Disturbance (sq i) ,l"', [0S "'/—~

Additional Info;

v LANDOWNER/PROPERTY XNIO (Fill all upplicable boxes; attach n Location Map and Sketeh of Aven)
lal VALLEY VIEW , SUITE Z-

Name: WMS Address:_pEN 000, VT 05701 Phone:_802 - 786 -582 b
Print Name

o Private Residential/Commercial wownlsmlc Owned Facility o Other

Additional Info:

Are there other users of this site? o Yes t;d@o

Kunown past uses;,
)ﬁLocalion Map (must be USGS Geological Survey Map (7.5%))

){ Sketch of Arca:}iNor(h arrow ﬁb\ppro.\' scale )(Recoguiznble features
Permit Info:
Act 250 Permit Exisls? 0 Yes }(No If Yes, ## Copy Euclosed? o Yes oNo

List of Other Existing Permits:

-, warrant that the information in the above permit application is accurate and agree

to the usc of the proposed area by WM .(l;’\u’ ,Z (uusi:as shown on the attached sketch. If acting as the agent of
Nawe of Contwctor

the Landowner, [ warrant (1) that the Landowner has the full right, power, and authorily to authorize the proposed use, (2) that I am
authorized to act as the Landowner's agent, and (3) that my authorily to act as the Landowner’s agent has not been revoked.

Date: _é/ﬂ_i‘,l’éx_-

This clearance is for the Natural and Cultural Resources Only.

hup:/viransengineering.vennont.gov/sections/environmental/oft_site_nctivity
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CONSTRUCTION IS TO BE CARRIED ON IN ACCORDANCE
WITH THESE PLANS AND THE STANDARD SPECIFICATIONS
FOR CONSTRUCTION DATED 2011, AS APPROVED BY THE
FEDERAL HIGHWAY ADMINISTRATION ON JULY 20, 2011

FOR USE ON THIS PROJECT, INCLUDING ALL SUBSEQUENT
REVISIONS AND SUCH REVISED SPECIFICATIONS AND
SPECIAL PROVISIONS AS ARE INCORPORATED IN THESE
PLANS,

QUALITY ASSURANCE PROGRAM : LEVEL 2

SURVEYED BY ¢ L. ORVIS
SURVEYED DATE ¢ 03-28-2012

DATUM
VERTICAL NAVD 88

HORIZONTAL NAD83 (1992)

PROPOSED IMPROVEMENT
BRIDGE PROJECT

VT ROUTE 30

PROJECT LOCATION:

PROJECT DESCRIPTION:

LENGTH OF STRUCTURE:
LENGTH OF ROADWAY:
LENGTH OF PROJECT:

LENGTH OF RAIL WORK:

STATE OF VERMONT
AGENCY OF TRANSPORTATION

TOWN OF CASTLETON
COUNTY OF RUTLAND

(RURAL MINOR ARTERIAL) , BRIDGE NO 93

RIVER

CASTLETON

State of
NEW YORK

N

VT STATE PLANE GRID

BRF 015-2 (10)

LOCATED IN THE COUNTY OF RUTLAND, TOWN OF CASTLETON, ON VT ROUTE 30; BRIDGE NO.

93 OVER THE CLARENDON AND PITTSFORD RAILROAD;
INTERSECTION OF VT ROUTE 30 AND VT ROUTE 4A.

APPROX IMATELY 0.3 MILES SOUTH OF

WORK TO BE PERFORMED UNDER THIS PROJECT INCLUDES THE REMOVAL AND REPLACEMENT OF
BRIDGE NO. 93 ON THE EXISTING AL IGNMENT, WITH ASSOCIATED ROADWAY AND RAIL WORK.

70. 10 FEET
314,90 FEET
385.00 FEET

1126.00 FEET

] 4
T l ¥ STLE
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State of
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Commonwealth of
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DIRECTOR OF PROJECT DEL IVERY

APPROVED I// “

/7/( DATE iﬂ}lﬂi

PROJECT MANAGER ¢

JENNIFER M.V, FITCH, P.E.

Vanasse Hangen Brustlin, Inc.
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SC““'JZ TEMPORARY LAND USE AGREEMENT

For Temporary Access and Staging Area

I, Robert Faley who Is the representative of owner of properly located VTRANS District 4’ 3 %f sppZ

Castleton Maintenance Yard Rt. 30, Castleton, Vermont agrees to allow W.IW. Schultz

Construction, Inc., (WISCI) to utilize the property for temporary site access and storage of

equipment/job materials for the duration of the construction project known as CASTLETON

BFR 015-2 (10), Bridge 93 over Clarendon Pittsford Railroad.

Restoration:

The area disturbed by WMSCI shall be restored to match its original condition upon removal of
the items temporarily stored on the property and demobilization from the site.

Insurance:

WMSCI agrees to provide Insurance protection for its activities at the property and shall provide
a Certificate of Insurance upon request.

Payment:

In lieu of payment, WM Schultz Construction agrees to demolish, remove and dispose of

the existing approx. 80’ x 35' storage barn on the south end of the property. VTRANS to

verify nonexistence of hazardous materials before demolition. Qf ’
2 AS 1o +he svbject matter herein. KC7 243

This document contains the entire Agreement."lt may only be changed by written amendment
slgned by both parties.

STATE OF VERMONT AGENCY OF TRANSPORTAION ~ W.M. SCHULTZ CONSTRUCTION, INC.

BV:M'/‘/W\’ By: /
V4 v/ (/ /

77
Dato__5//5//5 vate;__5//7/20s5
831 Route 67
Curlis Induslrinl Park

P.O. Box 2620 Phone: 518/885-0060
Ballston Spa, NY 12020 wivw.WMSchultzConstruction.com Fax: 518/885-074+4



7~ VERMONT

State of Vermont AGENCY OF NATURAL RESOURCES

Department of Environmental Conservation
Waste Management & Prevention Division

1 National Life Drive — Davis 1

Montpelier, vt 05620-3704

(802) 522-0195

Dennis.fekert@state.vt.us

June 17, 2015

Mike Garn for W.M. Schultz Construction Inc.
PO Box 2620
Ballston Spa, NY 12020

Robert Faley

State of Vermont VTRANS
143 Route 30 S

Castleton, Vermont 05735

RE: INSIGNIFICANT WASTE MANAGEMENT EVENT APPROVAL
IWMEA# IRU134, VTRANS Castleton BRF 015-2(10), Castleton, VT
Concrete, Bituminous Concrete, Stumps Disposal.

Dear Mr. Garn and Mr. Faley,

The Vermont Agency of Natural Resources, Solid Waste Management Program has reviewed the request for approval
to dispose approximately 700 cubic yards of waste concrete, roadway excavation materials, and stumps at the
VTRANS property at 143 Route 30 in Castleton, VT. The June 8, 2015 request falls under the jurisdiction of section
6-301(c) of the Vermont Solid Waste Management Rules, effective March 15, 2012. The waste is generated from a
bridge replacement project in Castleton on Route 30. The application plan provides for the burial/placement of the
above described waste materials on the VTRANS property. This approval is for the aforementioned “clean”
materials, under no circumstances will other materials or hazardous materials be disposed of at this site.

Based upon a review of the application, the Secretary of the Agency of Natural Resources has determined that the
proposed disposal activity will not result in a threat to the public health and safety, the environment, or create a
nuisance and therefore qualifies as an Insignificant Waste Management Event, as provided for under Section 6-301(c)
of the Vermont Solid Waste Management Rules. This determination is conditional on compliance with the
representations contained in the application received on June 15, 2015, and the conditions provided under this
approval letter.

You are hereby granted approval to dispose of the above referenced waste consistent with the Insignificant Waste
Disposal Event Guidance Document and your application. This approval is specific to the wastes generated during
this project as described above and does not allow for the disposal of wastes of other types or from other sources. All
concrete waste must either be free of rebar and wire mesh material or have rebar and wire mesh cut flush with the
edges of any concrete slabs or pieces prior to burial. Upon project completion, the disturbed fill area shall be graded to
a maximum 3:1 slope and shall be seeded and mulched. Erosion control measures shall be maintained oY
where appropriate to prevent sediment discharge to the waters of the state or to wetlands during operation
and until the site is fully stabilized. Under no circumstances shall disposal or filling occur within a
wetland or its associated buffer.

Regional Offices — Graniteville/Winooski/Waitsfield/Barre/Essex Jct./Rutland/Springfield/St. Johnsbury
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This approval expires upon project completion or October 31, 2015, whichever is sooner. This approval does not
provide authorization of any activity in lieu of Act 250 or other state or local laws which may also govern. Please
contact me at 522-0195 should you have any questions.

Sincerely,

@@ =

Dennis Fekert
Chief, Certification and Compliance
Solid Waste Management Program

cc. Town of Castleton

DF/DMF

Appeals

Any person aggrieved by this certification or permit may appeal to the Superior Court — Environmental
Division within 30 days of the issuance of this permit in accordance with 10 V.S.A. Chapter 220 and the
Vermont Rules Environmental Court Proceedings. If this certification or permit relates to a renewable
energy plant for which a certificate of public good is required under 30 V.S.A. §248, any appeal must be
filed within 30 days of the issuance with the Vermont Public Service Board in accordance with Board rules.

Regional Offices — Barre/Essex Jct./Rutland/Springfield/St. Johnsbury



APPENDIX E
EPSC PLAN REVISION DOCUMENTATION FORM



EPSC Plan Revision Documentation Form

This Erosion Prevention and Sediment Control Plan (EPSC Plan) should be revised and updated
to address changes in site conditions, new or revised government regulations, and additional on-
site stormwater and erosion controls.

All revisions to the EPSC Plan must be documented on the EPSC Plan Revision Documentation
Form, which should include the information shown below. The authorized facility representative
who approves the EPSC Plan should be an individual at or near the top of the facility’s
management organization, such as the president, vice president, construction manager or
supervisor, on-site coordinator, or environmental manager. The signature of this representative
attests that the EPSC Plan revision information is true and accurate. Previous authors and
facility representatives are not responsible for the revisions.

Revision pecipdon Revision Company.
of the Date Representative
Number i Preparer 3
Revision Signature
Originally Pathways ;ﬂ‘ s /’// by
/ ﬂ(' / ./4‘//‘./1'"/
Isoned Draft June 4, 2015 Consulting LLC | (¢ [ 7
Scott A. Williams, P.E.
Submitted to Path / L 7 5=t
1 athways 1t 7 A
VTrans Tune 8, 2015 Consulting, LLC | f’/ Vdr ort / l
Scott A. Williams, P.E
Final / .,
2 Revisions June 17, 2015 . Patl}t‘.w ayiLC / L 1 /!L
per VTrans onswiing, ' L
Scott A. Williams, P.E
Final
.. Pathways J . // —
3 Revisions June 20, 2015 Consulfing LLC ,/ . (;Zﬁ /4%
per VTrans
Scott A. Williams, P.E
4
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Notice of Addition ///n\o V];RMONT[‘
Of Owners or Operators To Coverage - - V\\ { SAIALYASS Y A
Under Vermont Construction General Permit 3-9020 ENVIRONMENTAL GONSERVATION
Submission of this completed form constitutes notice that the entity in Section C seeks to be added as a co-
permittee to an existing authorization to discharge under Vermont's Stormwater Construction General Permit
(CGP) from the project idenlified in Section A. All landowners and persons who meet the definition of Principal
Operator (Subparts 2,1B, 3.1B of the CGP) and who were not lncluded on the original NOI must submll a

Natice of Addition form.

A. Project Information .
(Hsyzeren/ LRF a5 -2 () 2. Nolice of Intent Number: Z[Z D -9820.,

1. Project Name:

A

B. Original Permittee Information
1.Name: _ g oF Vifﬂﬂﬁf’ Aoy e //fzm@zmﬁm/

2. Malling Address:
a. Street/PO Box: O Narronpl Lire Lerye

b. CitylTown; __ /B pet &2 c. State: V> d. Zip__ O5633
3. Contact Information

a. Phone: o2 -E28-F978 b. Fax: ¢. Email: %ﬁa'ﬁ?/ﬁﬂ/‘(’:yf/ﬁ’& Wz

s

C. New Co-Permittee Information

Check one or both: [] New Landowner  [¥] New Principal Operator

1.Name:

2. Business Name: /- M/ . SC'//(///Z nsr: Ce. /V(’f

3. Malling Address: .

a. Street/PO Box:  L2¢. BoX 2628

b. City/Town: /gt Sy SPA o State: _ ALY . d. Zip_ /Zezo
4, Contact Information

a. Phone; 876-956-0255 b, Fax. 518405 -04%e. Emall.__ K Hore @ inmschuetz. €

U1y, St sz Consrave s, /vc., Rbvm Tiet, /‘f’m oy AAGER-

—5—
3

D. Request for Addition as Co-Permittee
| hereby request that the entity in Section C be added as co-permittee to the existing authorization to

discharge stormwater from construction activities stated in Section A. In requesting co-permittee status,
| hereby certify under the penalty of law that | have read, understand, and meet the eligibility conditions
of the CGP; that | agree to comply with all applicable terms and conditions of the CGP; that |
understand that continued authorization under the CGP is contingent on maintalning eligibility for
coverage, and that the applicable practices in the authorized Erosion Prevention and Sediment Control
Plan must be implemented and maintained for the duration of the construction activities. | agree to
comply with all applicable teyms and conditions of the General Permit 3-8020.

é/ é/éﬁ/./

Signature;

Submit Original Form to:

VT DEC, Watershed Management Division
1 Natlonal Life Drive, Main 2
Montpelier, VT, 06620-3522
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APPENDIX A - RISK EVALUATION

Accurately answering the questions in this appendix will allow you to determine
whether a proposed construction project is considered a Low Risk or Moderate Risk
project, which defines the application and permit requirements that are applicable
to your project.

The risk evaluation procedure consists of two parts. Part I is a Basic Risk
Evaluation, which determines if a project is automatically categorized as Low Risk
based upon the answers to a few basic questions.

If a project is not automatically categorized as Low Risk based upon the Basic Risk
Evaluation, you must complete Part IT, Detailed Risk Evaluation, to determine the
risk category for your project. This part includes questions on more detailed aspects
of the project.

Once the appropriate risk category has been determined, refer to Part III for the
application requirements.

You should be aware that each completed Appendix A is incorporated by reference
and included in the terms of this general permit, and each permittee shall undertake
its construction activities in accordance with the completed Appendix A, as a
condition of this permit. Failure to comply with the completed Appendix A shall be
deemed a violation of this permit and subject to enforcement action.




APPENDIX A

A project may automatically be categorized as Low Risk based on a few basic project

characteristics. Answer each question below to determine if a project is automatically

categorized as Low Risk. For definitions of terms used in the following questions (e.g.
disturbance, vegetated buffer) refer to Appendix C.

‘Basic Risk Evaluation.
Criteria

Answer | Score Direction | Enter Score

1 Will the proposed independent project [ YES Z If YES, enter 1, if 1
" | alone disturb more than 2 acres of land? NO [ | NO enter 0
Is the project within a watershed impaired ] .
2. | due to stormwater or sediment as specified LES T R T L 0
' NO V] NO enter 0

on Part A of the Vermont 303(d) list?
Will the project have any stormwater

3 discharges from the construction siteto  [YES [ || If YES, enter 1, if 0
"| receiving water(s) that do not first pass NO [V] NO enter 0
through a 50 ft vegetated buffer area?
Will the project have disturbed earth in any
4 | one location for more than 14 consecutive [YES [ ]| If YES, enter 1, if 5
| calendar days without temporary or final | NO [/] NO enter 0
stabilization?
5 Will the project have more than five acres |YES [_|| If YES, enter 1, if 0
’ of disturbed earth at any one time? NO [V NO enter 0
Total Score for Basic Risk Evaluation (add score from questions 1-5) 1

If the Total Score for Basic Risk Evaluation is 0, the proposed project is eligible for
coverage under this permit as a Low Risk project. Proceed to Part IV of Appendix A for a
summary of the application requirements for Low Risk Projects. If not, proceed to Part II.

Criterion 1: Only include the disturbance planned for an independent project. For example, if a lot owner is
only building on a single house lot in a residential subdivision, only consider the disturbance associated with
that lot, not the entire common plan. Refer to Appendix C for definitions of independent project and
disturbance.

Criterion 2: Refer to the following web page for a list of waters in these categories:
http://www.vtwaterquality.org/stormwater/htm/sw_cgpeligibility.htm

Criterion 3: Refer to the Appendix C for the definition of vegetated buffer area.
Criterion 4: Refer to Appendix C for definitions of temporary and final stabilization.

Criterion 5: Refer to Appendix C for the definition of disturbed earth.

A-2



For projects not automatically categorized as Low Risk in Part I, this Detailed Risk Evaluation must be
completed to determine if a project is Low Risk, Moderate Risk, or requires an Individual Permit. This
evaluation determines the risk category by weighing the balance of factors which contribute to and
mitigate against the risk of a discharge of sediment from the construction project. Complete all
questions in Part II for the independent project. For definitions of terms used in the evaluation, refer to

E— B ):.. . %
‘Detailed Risk Evaluation~ Identify Risk Factors
Criteria Answer Seore Enter
Direction | Score
Will the proposed project have earth disturbance within 100 IFYES
ft (horizontal) upslope of any lake or pond or 50 feet vEs [ ’ 0
A. . . A enter 1, if
(horizontal) upslope of any rivers or stream (perennial or | NO
NO enter 0
seasonal)? ‘
Will the project have stormwater discharges by direct
conveyance (tributary, channel, ditch, storm sewer, etc.) to a vEs [ If YES,

B. water of the state listed on the 303 (d) Part A list as being NO enter 1, if 0

impaired by stormwater or sediment; a Class A Water; or an NO enter 0
Outstanding Resource Water?
- ; . ] If YES,
Will the project have more than five acres of disturbed earth [YES . 0
L at any one time? NO e 1, 1t
Y ) NO enter 0
Will the project have disturbed earth in any one location for If YES,

D. | more than 14 consecutive calendar days without temporary S;IEQS % enter 1, if 0

or final stabilization? NO enter 0
. - ; If YES,
E Will the project include more than one acre of disturbance on |YES ] enter 1. if 0
, . : o ” ,
soil that is greater than 15% slope? NO NO entor 0
F Will the project include more than one acre of disturbance of [YES L] eilftgﬁs’i £ 0
' soils with a high (K>0.36)-erodibility rating? NO NO entér 0

Criterion A: Measure lake distance from mean water level, and stream or river distance from top of bank. Do
not include disturbance for the installation of stormwater treatment facilities or road stream crossings if there
are no reasonable alternative locations.

Criterion B: Refer to http://www.vtwaterquality.org/stormwater/htm/sw_cgpeligibility.htm for the listing.
Criterion C: The maximum allowable for Low Risk Projects is 7 acres. Moderate risk projects over 5 acres
may be required to file an Individual Discharge Permit application if determined necessary by the
Secretary.

Criterion D: The maximum allowable for Low Risk Projects is 21 days. Moderate risk projects over 21 days
may be required to file an Individual Discharge Permit application if determined necessary by the
Secretary.

Criterion E: Include disturbance for the duration of the project, not at any one point in time. Slope
determinations should be based on a site survey of the future disturbance area.

Criterion F: Include disturbance for the entire individual project, not at any one point in time. The Erosion
Factor K, is a measure of the inherent erodibilty of a soil type. Refer to NRCS soil maps for your county. If
soils data is not available (e.g. if the site is built on assorted fill material), contact ANR for directions on
evaluating soil erodibility.

A-3



Score

Criteria Answer Directi Enter Score
irection
Will stormwater leaving the construction site pass VES If YES,
through at least 50 feet of established vegetated buffer No[] enter 1, if 1
before entering a receiving water? NO enter 0
Will the project be limited to two acres or less of YES eilft;EiS’if 1
disturbed earth at any one time? No [] ’
NO enter 0
Will the project have a maximum of 7 consecutive days VES ] If YES,
of disturbed earth exposure in any location before NO enter 1, if 0
temporary or final stabilization is implemented? NO enter 0
Will the project disturb less than two acres of soil with |YES echr]?iS’i £ 0
e i . s 2 7 5
an erodibility higher than K=0.177 NO NICH entor )
Will the project include less than two acres of vES [] eflfthllS,i £ 0
disturbance on soil that is greater than 5% slope? NO NO ent(-’:r 0

Criterion H: Refer to Appendix C for a definition of vegetated buffer.
Criterion I: Refer to Appendix C for a definition of earth disturbance.
Criterion J: Refer to Appendix C for definitions of temporary and final stabilization.
Criterion K: Include disturbance for the duration of the project, not at any one point in time. The Erosion
Factor K, is a measure of the inherent erodibilty of a soil type. Refer to NRCS soil maps available at USDA-
NRCS District Offices. If soils data are not available (e.g. if the site is built on assorted fill material), contact
DEC for directions on evaluating soil erodibility.
Criterion L: Include disturbance for the duration of the project, not at any one point in time. Slope
determinations should be based on a site survey of the proposed disturbance area.

Moderate Risk Base Score

Enter Score from Line G above (Risk Factor Total)

Add lines N and O

Enter Score from Line M above (Risk Mitigation Factor Total)

NN O |N

A-4



OVERALL
SCORE

Risk
Category

Directions for Filing for Permits

<1

Low Risk

The proposed project is eligible for the Construction General Permit
as a Low Risk project provided that the requirements of Subpart 2 are
met. If these requirements cannot be met, contact DEC to determine
if the project should seek coverage as a Moderate Risk project or
under an Individual Discharge Permit.

Refer to Part IV of Appendix A for a summary of the application
requirements for Low Risk projects.

1-2

Moderate
Risk

The proposed project is eligible for the Construction General Permit
as a Moderate Risk project provided that the requirements of Subpart
3 are met. If these requirements cannot be met, contact DEC to
determine if the project should seek coverage as a Moderate Risk
project or under an Individual Discharge Permit.

Refer to Part IV of Appendix A for a summary of the application
requirements for Moderate Risk projects.

>2

Requires
Individual
Permit

The proposed project is not eligible for coverage under the
Construction General Permit, and therefore requires coverage under an
Individual Discharge Permit. Please refer to Stormwater Section on
the Water Quality Division website for more information:
www.vitwaterquality.org/stormwater.htm. :

A-5




1. Low Risk Projects

Projects that qualify as Low Risk are required to implement the applicable practices detailed in the
Low Risk Site Handbool for Erosion Prevention and Sediment Control. To obtain coverage under
General Permit 3-9020 as a Low Risk project, applicants must submit the following to DEC:

1. A completed Notice of Intent form for General Permit 3-9020;
2. A completed Appendix A;
3. Therequired processing fee.

To satisfy the public comment requirement, applicants must file a copy of the completed Notice
of Intent form, including a copy of Appendix A, with the municipal clerk in the municipalities
where the project will occur prior to submitting this information to ANR. Details of the
public notice process are in Part 2 of the general permit.

2. Moderate Risk Projects

Projects that qualify as Moderate Risk are required to implement a site-specific Erosion Prevention
and Sediment Control (EPSC) Plan that conforms to The Vermont Standards and Specifications for
Erosion Prevention and Sediment Control. To obtain coverage under General Permit 3-9020 as a
Moderate Risk project, applicants must submit the following to DEC:

A completed Notice of Intent form for General Permit 3-9020;

A completed Appendix A;

A site-specific EPSC Plan;

A certification by the plan preparer that the EPSC Plan conforms to The Vermont Standards
and Specifications for Erosion Prevention and Sediment Control,;

5. The required processing fee.

el e

To satisfy the public comment requirement, applicants must file a copy of the completed Notice
of Intent form, including a copy of Appendix A, with the municipal clerk in the municipalities
where the project will occur prior to submitting this information to ANR. Details of the
public notice process are in Part 3 of the general permit.
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